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DIMENSIONS D k b d2 h n* z PIECES/BAG ART. NO

15 95 65 14 14 45 4 25 1 GASF19156

18 95 65 14 14 47 4 27 1 GASF19186

22 105 75 16 14 52 4 31 1 GASF19226

28 115 85 16 14 56 4 34 1 GASF19286

35 140 100 18 18 66 4 40 1 GASF19356

42 150 110 18 18 74 4 44 1 GASF19426

54 165 125 18 18 85 4 51 1 GASF19546

76.1 185 145 20 18 132 4 78 1 GASF19766

88.9 200 160 20 18 146 8 91 1 GASF19886

108 220 180 20 18 169 8 100 1 GASF191086

DIMENSIONS m s PIECES/BAG ART. NO

15-R 3/8’’ 50.5 30.5 20 GASF18153/86

15-R 1/2’’ 53.4 33.4 20 GASF18151/26

15-R 3/4’’ 57.4 37.4 20 GASF18153/46

18-R 1/2’’ 53.8 33.8 20 GASF18181/26

18-R 3/4’’ 57.8 37.8 20 GASF18183/46

22-R 1/2’’ 54.8 33.7 20 GASF18221/26

22-R 3/4’’ 58.8 37.7 20 GASF18223/46

22-R 1’’ 62.3 41.2 20 GASF182216

28-R 3/4’’ 60 37.7 20 GASF18283/46

28-R 1’’ 63.5 41.2 20 GASF182816

28-R 11/4’’ 67.5 45.2 20 GASF182811/46

35-R 1’’ 69 43 10 GASF183516

35-R 1 1/4’’ 73 47 10 GASF183511/46

35-R 1 1/2’’ 76 50 10 GASF183511/26

42-R 1 1/4’’ 77 47 4 GASF184211/46

42-R 1 1/2’’ 80 50 4 GASF184211/26

54-R 1 1/2’’ 86 51 4 GASF185411/26

54-R 2’’ 88 53 4 GASF185426

76.1-R 2 1/2’’ 127.5 74 1 GASF187621/26

88.9-R 3’’ 142.5 85 1 GASF188836

108-R 4’’ 161 92.2 1 GASF1810846

FIG.18 MALE ADAPTOR
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FIG.19 FLANGE ADAPTOR PN16
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N* = Number of holes
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DIMENSIONS L B PIECES/BAG ART. NO

15 37 17 20 GASF21156

18 37.2 17.2 10 GASF21186

22 40.8 20.7 10 GASF21226

28 41.2 19 10 GASF21286

35 53 27 10 GASF21356

42 56 26 4 GASF21426

54 62.8 27.8 4 GASF21546

76.1 89.5 36.1 1 GASF21766

88.9 101.6 44 1 GASF21886

108 124.5 55.7 1 GASF211086

FIG.21 PLUG
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MAT. AISI 316L

DIMENSIONS D k b d2 h n* z PIECES/BAG ART. NO

54 165 125 19..5 17.5 78.7 4 45 1 GASF28546

76.1 185 145 21 17.5 124 4 70.6 1 GASF28766

88.9 200 160 22 17.5 138 8 80.4 1 GASF28886

108 220 180 23 17.5 160.5 8 91.7 1 GASF281086

139.7 250 210 25 18 139.6 8 41.6 1 GASF281396

168.3 285 240 27 22 171.7 8 53.6 1 GASF281686

FIG.28 SWIVEL PRESS FLANGED ADAPTOR PN16

b

z
h

k
D

d2

MAT. AISI 316L

DIMENSIONS m s PIECES/BAG ART. NO

15-1/2’’ 72.5 52.5 20 GASF41151/26

15-3/4’’ 74.5 54.5 20 GASF41153/46

18-1/2’’ 74.5 54.5 20 GASF41181/26

18-3/4’’ 76.5 56.5 20 GASF41183/46

22-1’’ 85.2 64 20 GASF412216

22-3/4’’ 81.2 60 20 GASF41223/46

28-1’’ 90.6 68.4 10 GASF412816

28-1 1/4’’ 94.1 71.9 10 GASF412811/46

35-1 1/4’’ 104.4 78.4 10 GASF413511/46

42-1 1/2’’ 113 82.9 4 GASF414211/26

54-2’’ 136 101.4 2 GASF415426

FIG.41 MALE UNION CONNECTOR GAS

m

s
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N* = Number of holes
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DIMENSIONS m s PIECES/BAG ART. NO

15-1/2’’ 67.5 47.5 20 GASF42151/26

15-3/4’’ 69 49 20 GASF42153/46

18-1/2’’ 69.5 49.5 20 GASF42181/26

18-3/4’’ 71 51 20 GASF42183/46

22-1’’ 78.6 57.4 20 GASF422216

22-3/4’’ 75.7 54.5 20 GASF42223/46

28-1’’ 84.7 62.5 10 GASF422816

28-1 1/4’’ 84.6 62.4 10 GASF422811/46

35-1 1/4’’ 95.9 69.9 10 GASF423511/46

42-1 1/2’’ 104.5 74.5 4 GASF424211/26

54-2’’ 129 94 2 GASF425426

DIMENSIONS m s PIECES/BAG ART. NO

15-1/2’’ 63.5 34.5 20 GASF45151/26

15-3/4’’ 46 17 20 GASF45153/46

18-1/2’’ 63.2 34.2 20 GASF45181/26

18-3/4’’ 48 19 20 GASF45183/46

22-3/4’’ 66.5 39 20 GASF45223/46

22-1’’ 52.2 21 20 GASF452216

28-1’’ 73 40.8 10 GASF452816

28-1 1/4’’ 58.2 25 10 GASF452811/46

35-1 1/4’’ 76 40 10 GASF453511/46

35-1 1/2’’ 66.5 29.5 10 GASF453511/26

42-1 1/2’’ 83.5 43 4 GASF454211/26

42-2’’ 75 33 4 GASF454226

54-2’’ 93.5 46 2 GASF455426

FIG.42 FEMALE UNION CONNECTOR GAS

FIG.45 UNION GAS FEMALE THREADED (SWIVEL NUT)
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MAT. AISI 316L

MAT. AISI 316L

DIMENSIONS m s PIECES/BAG ART. NO

15 95 20 20 GASF46156

18 99 20 20 GASF46186

22 107.3 21.2 20 GASF46226

28 116.8 22.2 10 GASF46286

35 135.4 26 10 GASF46356

42 152 30 4 GASF46426

54 162 35 2 GASF46546

FIG.46 STRAIGHT UNION PRESS-PRESS ENDS
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Press tools can be battery-powered or electric driven. Each pipe diameter has a corresponding interchangeable 
jaw or sling that fits into the tool cylinder. An adapter is required for sizes 42 mm and bigger. 

Warranty is only valid when the joint is made using a press machine with the appropriate power for the fitting size 
(refer to the machine’s user manual) and a jaw or collar of “m” profile. 

For diameters from 15 mm to 35 mm, 19 kN pressing machines are most commonly used. These machines have 
their own set of jaws, and both machine and jaws must always be in perfect condition. 

Each manufacturer has its own requirements for regular revision revision and maintenance of the machines and 
jaws—these are mandatory. 

For diameters over 35 mm and up to 108 mm, a 32 kN pressing machine is required. (32 kN machines can 
press from 15 mm to 54 mm, and some can handle up to 108 mm.) These machines must also comply with the 
manufacturer’s inspection and maintenance protocols for jaws, collars, and adapters. 

For dimensions between 76.1 and 168.3 mm, special high-force machines are required. 

DIMENSIONS PIECES/BAG

15 50

18 50

22 50

28 50

35 50

42 50

54 50

76.1 10

88.9 10

108 10

139.7 1

168.3 1

O-RINGS

HNBR

MAIN PRESSING 
TOOLS 
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BASIC LINE 
EFP202/ ACO 103

CONFORT LINE 
ACO203/ ACO203 XL

ACO403

ACO203/ XL

UAP432L / UAP332L 
/UAP100L

UNP2 / MAP219L

MAP219CFM

UAP432CFM

AKKU-PRESS 22V

AKKU-PRESS XL

AKKU-
PRESS XL 
45kN 22V

AKKU -
PRESS 
22V

Model Range of use Battery Weight
Piston 
force

Dimensions

ACO 203 XL Ø15-Ø108 18V 5Ah 3,2 Kg 32 kN 460x83x113

ACO 403* ØHP76-Ø168 18V 5Ah 12,8 Kg 120 kN 650x95x320

MAP219L Ø15-Ø35 18V 3Ah 2 Kg 19kN 395x80x118

UAP432CL Ø15-Ø108 18V 5Ah 4,5 Kg 32kN 530x83x325

AKKU-
PRESS 22V Ø15-Ø54 16V 1,5Ah 3,3 Kg 32kN 285x81x290

AKKU-PRESS 
XL 45kN 22V Ø76-Ø108 22V 5Ah 6,5 Kg 45 kN 540x85x325

* Novopress ACO 403 is recommended for use with sizes 139.7 & 163.3mm (HP High 
Pressure slings). Up to 108mm, recommended to use ACO-203XL and collars 76.1 
88.9 and 108mm.

** Fittings of 42 mm and above must always be pressed with collars. Connections made 
using jaws for these sizes will not be covered under ISOTUBI warranty. 
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The scope of the certificate depends on the dimensions and items specified in each certification. For further information, please refer to the certificates available on our website: https://isotubi.com/en/quality-certificates
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The Numepress IPS system offers a complete range 
of pressfittings from 1/2 to 2 inches. These fittings are 
specifically designed for use with IPS stainless steel pipes 
in Schedule 5 or Schedule 10. Press connections are quickly 
and easily made using standard pressing tools available 
on the market.

The range includes various press fittings with male or 
female threaded ends, allowing seamless integration 
with threaded systems. Press flanges are also available 
for flanged system connections, enabling easy and 
fast coupling/uncoupling. In addition, there are fittings 
that transition from press to weld and/or grooved ends, 
offering broad compatibility with multiple piping systems.

Installation of Isotubi IPS stainless steel fittings is simple 
and efficient, completed in three easy steps: cut and deburr 
the pipe; mark and insert it into the fitting; and press using 
one of the recommended tools outlined in the installation 
manual, forming a permanent, secure joint.

Isotubi IPS stainless steel fittings enable fast, reliable 
installation of piping systems across a wide range of 
residential, mechanical, industrial, and marine applications. 
Manufactured from high-quality 316 stainless steel with 
excellent corrosion resistance, these fittings are available 
with a variety of O-ring options, making them suitable for 

use in systems such as HVAC, plumbing, municipal, and 
industrial installations.

All IPS fittings feature an exclusive O-ring design that alerts 
the installer if a fitting has not been pressed, by allowing 
a visible leak during system filling prior to pressure 
testing. When properly pressed, the fitting and pipe are 
permanently deformed and the O-ring is compressed to 
form a leak-proof seal. An unpressed fitting provides a 
deliberate leak path, making it easy to detect and correct 
before final commissioning. This Leak-Before-Press feature 
significantly reduces the risk of undetected incomplete 
connections and helps prevent potential system failures.

Key Advantages of the Numepress IPS System:

٭	 Fast and secure installations

٭	 Outstanding corrosion resistance

٭	 Reduced labor requirements

٭	 Easy handling and lightweight design

٭	 High reliability even in demanding conditions

٭	 No hot work required
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FITTING
Stainless steel according to ANSI 316/316L with a wall 
thickness of 0.065” (1.65 mm) and the following features:

٭	 Hygienic material widely used in the food, beverage, 
and pharmaceutical industries.

٭	 Lower friction factor due to surface roughness, resulting 
in reduced pressure loss.

٭	 Excellent corrosion resistance.

For local potable water approvals, please contact Isotubi.

WORKING PRESSURE
The working pressure range extends from full vacuum 
up to 300 psi (20.7 bar) for Schedule 5 and Schedule 10 
stainless steel pipes.

EPDM HNBR FKM

O - R I N G  S P E C I F I C A T I O N S

EPDM O-RING (BLACK) ٭	 Service temperature range: -20°C to 110°C (-4°F to 230°F)
٭	 Recommended for hot water, diluted acids, alkalis, oil-free air, 
and many chemical applications. Excellent oxidation resistance.
٭	 NOT TO BE USED WITH HYDROCARBONS.

HNBR O-RING (YELLOW) ٭	 Service temperature range: -20ºC to 70ºC (32ºF to 248ºF).
٭	 Recommended for gas and petroleum products.
٭	 NOT FOR USE IN HOT WATER OR HOT AIR.

FLUOROELASTOMER O-RING 
(GREEN)

٭	 Service temperature range: -20ºC to 200ºC (32ºF to 392ºF).
٭	 Recommended for oxidizing acids, petroleum products, vegetable 
oils, mineral oils, compressed air with oils (Class C5), hydraulic 
fluids, lubricants, halogenated hydraulic fluids and halogenated 
hydrocarbons.

The O-ring is resistant to hot water, aging, and additives commonly used in potable water. EPDM O-rings 
are certified to meet all requirements of NSF/ANSI/CAN 61 and NSF/ANSI/CAN 372.

The dimensions indicated in the tables of this catalog are subject to production process tolerances. 
For more information, please request the product datasheet.
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APPLICATION 
SECTORS
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Isotubi has been working in the stainless steel world for 
more than 40 years. As  a result of this experience our 
company is able to offer competitive products that meet 
the most demanding quality requirements.

Our main challenges focus around the specific needs of 
our customers, to adapt our products and processes to 
the new technologies and to make a continuous effort in 
improving our customer service. 

Both our production and quality control processes are 
certified by Tüv according to the ISO 9001 norm. 

We also hold the main approvals and certifications for 
our products and processes, including: IAPMO PS 117 
and Z1157, NSF, ANSI, CAN 61 and 372, LLOYDS, NSF, 
DNV for ships, FM, ABS, ICC, among others.

Both our production and quality control processes are 
certified by TÜV according to ISO 9001 and ISO 14001 
standards.

Our Sales department is at your disposal for any 
inquiries you may have.

ISOTUBI-IPS STAINLESS STEEL 
PRESS SYSTEM
This catalog presents a complete range of Isotubi-IPS 
stainless steel press products, a fitting system which 
allows making pipe joints in a very easy and convenient 
way without the use of welding or threading, resulting in 
significant savings in time and money. 

Our factory is in Barcelona, Spain but our warehouse is 
located stateside and  holds significant stock levels to 
fulfill our customers’ needs. As we are manufacturers, we 
can also offer specialized products to our customers as 
needed.

With three different O-ring options, Isotubi-IPS fittings 
and valves are suitable for a wide variety of applications, 
including potable water. 

Isotubi-IPS fittings and valves feature the patented Visual 
Indicator Press Ring (VIPR) which facilitates immediate 
identification of un-pressed connections as well as 
application – green = EPDM (H2O), yellow = HNBR (Gas), 
white = FKM (Gas).

PLUMBING FIRE-SUPPRESSION/ 
SPRINKLER SYSTEMS

SOLAR 
ENERGY INDUSTRIAL OIL MINING COMPRESSED 

AIR OFFSHORE HEATING AEROTHERMALAIR
CONDITIONINGGAS

OPEN TO NEW APPLICATIONS
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Certified to all requirements of NSF/ANSI 61, Annex G and NSF/ANSI 372.

Isotubi-IPS stainless steel fittings are compliant with ASME B31.1, B31.3 and B31.9 piping codes. 

See table below for a detailed summary of approvals.

Isotubi-IPS fittings and valves feature the patented Visual Indicator Press Ring (VIPR) which facilitates immediate 
identification of un-pressed connections as well as application – green = EPDM (H2O), yellow = HNBR (Gas), white 
= FKM (Gas)

As shown in the drawings, the Isotubi-IPS stainless Steel O-Ring Seal design provides a unique Leak-Before-Press 
feature that quickly identifies during pressure testing any fittings not properly pressed. Fittings pressed incorrectly 
will allow liquids and gases to bypass the seal. 

The Leak-Before-Press feature significantly reduces the chance of improper joints, helping to ensure a leak-free 
system.

FITTING TYPE THREAD TYPE/BOLT PATTERN O-RING MATERIAL IAPMO NSF

NON - THREADED FITTINGS N/A

EPDM Y Y

HNBR Y N

FKM Y N

 THREADED FITTINGS ANSI/ASME B.1.20.1

EPDM Y Y

HNBR Y N

FKM Y N

FLANGE ADAPTERS ANSI 125/250

EPDM Y Y

HNBR Y N

FKM Y N

PREPARED PIPE-END ISOTUBI-IPS STAINLESS 
STEEL FITTING HOUSING COMPRESSED O-RING

O-RING BEAD

COMPLETED FITTING 
AND PIPE JOINT

PIPE STOP
PRESS DEFORMATION ON FITTING 
HOUSING AREA BEYOND O-RING 
BEAD AS SHOWN

O-RING SEAL WITH 
LEAK-BEFORE PRESS 

FEATURE

ACCESORIOS PRENSADOS DE ACERO INOXIDABLE     | IPS
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Isotubi-IPS Stainless Steel Fittings are designed for use with Schedule 5 or 10 Type 304/304L or 316/316L Stainless 
Steel pipe conforming to ASTM A-312. Refer to the Pipe Tolerance and Hanger Supports Table for pipe tolerance 
specifications. Consult local authority having jurisdiction for additional requirements.

Isotubi-IPS Stainless Steel Fittings can be suspended on hangers, brackets, or other supports with the maximum vertical 
and horizontal spacing as indicated in the Pipe Tolerance and Hanger Supports table. Details by pipe manufacturers 
or application requirements may specify additional hanging requirements.

Proper bearing and spacing of supports is necessary to prevent excessive bending or sagging when supporting pipe.

For locations where there is insufficient access to accommodate the pressing tool, consider pre-fabricating the 
pipework or using an alternate joining solution. Tables below show the minimum clearances required for wall and 
corner installations.

MINIMUM INSTALLATION DISTANCES
316 STAINLESS STEEL FITTINGS

PIPE TOLERANCE & HANGER SUPPORTS

Pipe Size Pipe Tolerance Pipework Support

Nominal O.D.
Pipe O.D. 
Tolerance

+/-

Pipe Wall 
Thickness 

Sch. 5

Vertical 
Intervals

Horizontal 
Intervals

In./mm In./mm In./mm In./mm Ft./m Ft./m

1⁄2 0.840 0.004 0.065 6 4

15 21.3 0.10 1.65 1.8 1.2

3⁄4 1.050 0.006 0.065 6 5

20 26.7 0.14 1.65 1.8 1.5

1 1.315 0.006 0.065 8 6

25 33.4 0.14 1.65 2.4 1.8

11⁄2 1.900 0.008 0.065 10 8

40 48.3 0.20 1.65 3.1 2.4

2 2.375 0.011 0.065 10 8

50 60.3 0.28 1.65 3.1 2.4

MINIMUM WALL CLEARANCE FOR PERPENDICULAR RUNS

Pipe Size A
Minimum Wall to
Fitting Distance

B
Mimimun Horizontal

Pipe Distance from Wall

C
Minimum Vertical Pipe 

Distance from WallNominal O.D.

In./mm In./mm In./mm In./mm Ft./m

1⁄2 0.840 1.38 2.20 3.78

15 21.3 35 56 96

3⁄4 1.050 1.38 2.32 4.21

20 26.7 35 59 107

1 1.315 1.38 2.40 4.76

25 33.4 35 61 121

11⁄2 1.900 1.38 2.60 5.08

40 48.3 35 66 129

2 2.375 1.38 3.15 6.38

50 60.3 35 80 162

A

B

C

MINIMUM FITTING DISTANCES

Nominal 
Size O.D.

A
Minimum  
Distance

Between Fittings

L
Minimum  

Pipe Length
Between Fittings

E
Socket

Insertion
Depth

D
Fitting  

Housing
Diameter

In./mm In./mm In./mm In./mm In./mm In./mm

1⁄2 0.840 0.39 2.05 0.83 1.26

15 21.3 10 52 21 32
3⁄4 1.050 0.39 2.28 0.94 1.46

20 26.7 10 58 24 37

1 1.315 0.39 2.44 1.02 1.73

25 33.4 10 62 26 44

11⁄2 1.900 0.39 3.23 1.22 2.48

40 48.3 10 82 31 63

2 2.375 0.79 4.33 1.22 3.08

50 60.3 20 110 31 78

Minimum Fitting Distance is the recommended minimum distances between fittings to permit 
mechanical forming of the pipe during the pressing process.

Isotubi-USA Stainless Steel Fittings are designed for use 
with Schedule 5 or 10 Type 304/304L or 316/316L Stainless 
Steel pipe conforming to ASTM A-312. Refer to the Pipe 
Tolerance and Hanger Supports Table for pipe tolerance 
specifications.

Isotubi-USA Stainless Steel Fittings can be suspended on 
hangers, brackets, or other supports with the maximum 
vertical and horizontal spacing as indicated in the the Pipe 
Tolerance and Hanger Supports table. Details by pipe 
manufacturers or application requirements may specify 
additional hanging requirements.

Proper bearing and spacing of supports is necessary to 
prevent excessive bending or sagging when supporting pipe.

For locations where there is insufficient access to 
accommodate the pressing tool, consider pre-fabricating 
the pipework or using an alternate joining solution. Tables 
below show the minimum clearances required for wall and 
corner installations.

L
A E

D

Isotubi-USA Rev1.4  

 NOMINAL 
SIZE O.D.

A
MINIMUM
DISTANCE
BETWEEN 
FITTINGS

L
MINIMUM

PIPE LENGTH
BETWEEN FITTINGS

D
SOCKET

INSERTION
DEPTH

E
FITTING
HOUSING

DIAMETER

1/2 0.840 0.39 2.05 0.83 1.26

3/4 1.050 0.39 2.28 0.94 1.46

1 1.315 0.39 2.44 1.02 1.73

1 1/4 1.660 0.39 3.23 1.22 2.48

1 1/2 1.900 0.39 3.23 1.22 2.48

2 2.375 0.79 4.33 1.22 3.08

PIPE SIZE PIPE TOLERANCE PIPEWORK SUPPORT

 NOMINAL SIZE O.D. PIPE O.D. TOLERANCE +/- PIPE WALL THICKNESS SCH. 5 VERTICAL INTERVALS  HORITZONTAL INTERVALS

1/2 0.840 0.004 0.065 6 4

3/4 1.050 0.006 0.065 6 5

1 1.315 0.006 0.065 8 6

1 1/4 1.660 0.008 0.065 10 8

1 1/2 1.900 0.008 0.065 10 8

2 2.375 0.011 0.065 10 8

PIPE SIZE

A
MINIMUM WALL

TO FITTING DISTANCE

B
MINIMUM HORIZONTAL 
PIPE DISTANCE FROM 

WALL

C
MINIMUM VERTICAL PIPE 

DISTANCE FROM WALL

NOMINAL SIZE O.D.

1/2 0.840 1.38 2.20 3.78

3/4 1.050 1.38 2.32 4.21

1 1.315 1.38 2.40 4.76

1 1/4 1.660 1.38 2.50 4.92

1 1/2 1.900 1.38 2.60 5.08

2 2.375 1.38 3.15 6.38

316 STAINLESS STEEL FITTINGS

PIPE TOLERANCE & HANGER SUPPORTS

Pipe Size Pipe Tolerance Pipework Support

Nominal O.D.
Pipe O.D. 
Tolerance

+/-

Pipe Wall 
Thickness 

Sch. 5

Vertical 
Intervals

Horizontal 
Intervals

In./mm In./mm In./mm In./mm Ft./m Ft./m

1⁄2 0.840 0.004 0.065 6 4

15 21.3 0.10 1.65 1.8 1.2

3⁄4 1.050 0.006 0.065 6 5

20 26.7 0.14 1.65 1.8 1.5

1 1.315 0.006 0.065 8 6

25 33.4 0.14 1.65 2.4 1.8

11⁄2 1.900 0.008 0.065 10 8

40 48.3 0.20 1.65 3.1 2.4

2 2.375 0.011 0.065 10 8

50 60.3 0.28 1.65 3.1 2.4

MINIMUM WALL CLEARANCE FOR PERPENDICULAR RUNS

Pipe Size A
Minimum Wall to
Fitting Distance

B
Mimimun Horizontal

Pipe Distance from Wall

C
Minimum Vertical Pipe 

Distance from WallNominal O.D.

In./mm In./mm In./mm In./mm Ft./m

1⁄2 0.840 1.38 2.20 3.78

15 21.3 35 56 96

3⁄4 1.050 1.38 2.32 4.21

20 26.7 35 59 107

1 1.315 1.38 2.40 4.76

25 33.4 35 61 121

11⁄2 1.900 1.38 2.60 5.08

40 48.3 35 66 129

2 2.375 1.38 3.15 6.38

50 60.3 35 80 162

A

B

C

MINIMUM FITTING DISTANCES

Nominal 
Size O.D.

A
Minimum  
Distance

Between Fittings

L
Minimum  

Pipe Length
Between Fittings

E
Socket

Insertion
Depth

D
Fitting  

Housing
Diameter

In./mm In./mm In./mm In./mm In./mm In./mm

1⁄2 0.840 0.39 2.05 0.83 1.26

15 21.3 10 52 21 32
3⁄4 1.050 0.39 2.28 0.94 1.46

20 26.7 10 58 24 37

1 1.315 0.39 2.44 1.02 1.73

25 33.4 10 62 26 44

11⁄2 1.900 0.39 3.23 1.22 2.48

40 48.3 10 82 31 63

2 2.375 0.79 4.33 1.22 3.08

50 60.3 20 110 31 78

Minimum Fitting Distance is the recommended minimum distances between fittings to permit 
mechanical forming of the pipe during the pressing process.

Isotubi-USA Stainless Steel Fittings are designed for use 
with Schedule 5 or 10 Type 304/304L or 316/316L Stainless 
Steel pipe conforming to ASTM A-312. Refer to the Pipe 
Tolerance and Hanger Supports Table for pipe tolerance 
specifications.

Isotubi-USA Stainless Steel Fittings can be suspended on 
hangers, brackets, or other supports with the maximum 
vertical and horizontal spacing as indicated in the the Pipe 
Tolerance and Hanger Supports table. Details by pipe 
manufacturers or application requirements may specify 
additional hanging requirements.

Proper bearing and spacing of supports is necessary to 
prevent excessive bending or sagging when supporting pipe.

For locations where there is insufficient access to 
accommodate the pressing tool, consider pre-fabricating 
the pipework or using an alternate joining solution. Tables 
below show the minimum clearances required for wall and 
corner installations.

L
A E

D

Isotubi-USA Rev1.4  

MINIMUM FITTING DISTANCES

MINIMUM CLEARANCE FOR PERPENDICULAR RUNS
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MINIMUM SPACE FOR PRESSING

PIPE SIZE
A

WALL CLEARENCE
B

PARALLEL PIPE 
CLEARANCE

NOMINAL SIZE O.D.

1/2 0.840 0.875 2.25

3/4 1.050 0.875 2.375

1 1.315 1.00 2.625

1 1/4 1.660 1.188 3.00

1 1/2 1.900 1.188 3.00

2 2.375 2.375 5.625

PIPE SIZE
A

WALL CLEARENCE
B

PARALLEL PIPE 
CLEARANCE

C
MINIMUM RECESS 

WIDTH

NOMINAL SIZE O.D.

1/2 0.840 0.875 3.00 0.625

3/4 1.050 1.00 3.00 5.25

1 1.315 1.25 2.625 6.00

1 1/4 1.660 1.25 2.625 6.75

1 1/2 1.900 1.25 2.625 6.75

2 2.375 2.375 5.625 14.25

MINIMUM CLEARANCE FOR PERPENDICULAR RUNS

A

B

A

B

C

C
B

A
4"

(100 mm)

PIPE SIZE
A

WALL CLEARENCE
B

WALL CLEARENCE
C

PARALLEL PIPE 
CLEARANCE

NOMINAL SIZE O.D.

1/2 0.840 0.875 1.25 3.00

3/4 1.050 1.00 1.125 3.00

1 1.315 1.25 1.375 2.625

1 1/4 1.660 1.25 1.75 3.00

1 1/2 1.900 1.25 1.75 3.00

2 2.375 2.375 4.375 5.625
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INSTALLATION

1 2 3

SELECT & CUT PIPE

Select the correct size of pipe, fitting, or valve for 
the job. Ensure that both are clean and free from 
damage and imperfections. Cut pipe squarely, 
making sure to avoid jagged edges or scratching 
and denting pipe surface.

DE-BURR PIPE 

De-burr inside and outside of pipe, removing 
debris that can impede flow or damage the 
O-Ring Seal material. Clean pipe surface of oil 
and debris.

MEASURE & MARK PIPE

With a permanent marker, mark the insertion 
depth at the appropriate distance from the end 
of the pipe.

OK!

4 5

CHECK PRESS FITTING

Check the Press fittings and valves to ensure 
the O-Ring Seal material is appropriate for the 
application. The color of the O-Ring Seal indicates 
the material type. Select the O-Ring Seal based on 
the intended application.

INSERT PIPE INTO FITTING 

Insert the pipe until it contacts the pipe stop of the 
fitting or valve. With the fitting or valve on the pipe, 
the insertion mark should be visible. 

The S125 Slip Coupling does not have a pipe stop 
and must be centered between the pipe ends. 
However, the minimum pipe insertion depth must 
be maintained and marked.

6
VERIFY TOOL & JAW

Using an approved Pressing Tool from Table, verify the Tool Jaw is the appropriate size for the fitting. For 
wall and tube clearances, refer to the pressing tool manufacturer’s instructions. Failure to follow these 
instructions may void the warranty.

POSITION TOOL AND SQUEEZE TRIGGER

Position the Tool Jaws on the raised surface of the fitting or valve, then squeeze the trigger until the 
pressing action is complete. The pressing will complete a cycle and then stop.

Do not release the trigger until the pressing action is complete. Incomplete presses may reduce the 
pressure retention capabilities of the joint and lead to subsequent system leakage.

REMOVE TOOL FROM FITTING & INSPECT

Release the trigger and remove the Jaw from the fitting. Inspect the connection to make sure the fitting 
or valve insertion mark is in the appropriate place.

Isotubi-IPS Stainless Steel Fittings and Valves must be installed in accordance with this section.
Always ensure that the pressing tool, and its jaws are appropriate for the schedule of pipe and size of 
fitting or valve. 
Always refer to the pressing tool manufacturer’s instructions for operation and maintenance prior to use 
with Isotubi-IPS Stainless Steel Fittings and Valves. Failure to follow these instructions may void the warranty.

INSERTION MARK LOCATION

NOMINAL PIPE SIZE INSERTION MARK DISTANCE

1/2 0.875

3/4 1.000

1 1.063

1 1/4 1.16

1 1/2 1.250

2 1.813
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F031/26GE 1/2 0,840 1.57 2.41 0.22 10

F033/46GE 3/4 1.050 1.89 2.84 0.33 10

F0316GE 1 1.315 2.37 3.40 0.48 5

F0311/46GE 1 1/4 1.660 2.20 3.39 0.56 1

F0311/26GE 1 1/2 1.900 2.48 3.76 0.79 1

F0326GE 2 2.375 3.23 5.00 1.39 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F021/26GE 1/2 0,840 0.83 2.95 0.18 10

F023/46GE 3/4 1.050 0.95 3.40 0.25 10

F0216GE 1 1.315 1.02 3.83 0.34 5

F0211/46GE 1 1/4 1.660 1.18 4.49 0.46 1

F0211/26GE 1 1/2 1.900 1.20 4.81 0.63 1

F0226GE 2 2.375 1.77 6.76 1.13 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F011/26GE 1/2 0,840 0.42 2.09 0.13 10

F013/46GE 3/4 1.050 0.44 2.33 0.18 10

F0116GE 1 1.315 0.43 2.48 0.23 5

F0111/46GE 1 1/4 1.660 0.71 3.07 0.32 1

F0111/26GE 1 1/2 1.900 0.43 2.84 0.40 1

F0126GE 2 2.375 0.50 4.05 0.74 1

STRAIGHT COUPLING

SLIP COUPLING

PRESS X PRESS

PRESS X PRESS

90º ELBOW PRESS X PRESS

EPDM
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F051/26GE 1/2 0.840 0.79 1.62 0.18 10

F053/46GE 3/4 1.050 0.90 1.85 0.24 10

F0516GE 1 1.315 1.13 2.14 0.37 5

F0511/46GE 1 1/4 1.660 1.05 2.23 0.50 1

F0511/26GE 1 1/2 1.900 1.17 2.37 0.59 1

F0526GE 2 2.375 1.48 3.24 1.06 1

ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D

F041/26GE 1/2 0.840 1.57 2.87 2.41 1.57 0.24 10

F043/46GE 3/4 1.050 1.89 3.27 2.84 1.89 0.33 10

F0416GE 1 1.315 2.37 3.90 3.40 2.37 0.37 5

F0411/46GE 1 1/4 1.660 2.20 3.78 3.39 2.20 0.57 1

F0411/26GE 1 1/2 1.900 2.48 4.06 3.69 2.48 0.77 1

F0426GE 2 2.375 3.23 5.52 5.00 3.23 1.34 1

ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C

F061/26GE 1/2 0.840 0.79 1.62 2.08 0.20 10

F063/46GE 3/4 1.050 0.90 1.85 2.28 0.26 10

F0616GE 1 1.315 1.13 2.14 2.65 0.37 5

F0611/46GE 1 1/4 1.660 1.05 2.23 2.62 0.51 1

F0611/26GE 1 1/2 1.900 1.17 2.37 2.90 0.60 1

F0626GE 2 2.375 1.48 3.24 3.75 1.06 1

M-F 90º ELBOW

M-F 45º ELBOW

45º ELBOW

MALE X PRESS

MALE X PRESS

PRESS X PRESS

EPDM
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ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D

F153/41/23/46GE 3/4 x 3/4 x 1/2 1.050 x 1.050 x 0.840 1.50 0.91 1.70 1.74 0.31 10

F1511/216GE 1 x 1 x 1/2 1.315 x 1.315 x 0.840 1.78 1.06 1.91 1.89 0.40 5

F1513/416GE 1 x 1 x 3/4 1.315 x 1.315 x 1.050 1.78 1.07 1.91 2.02 0.42 5

F1511/41/211/46GE 1 1/4  x 1 1/4  x  1/2  1.660 x 1.660 x 0.840 2.13 1.19 2.25 2.02 0.51 1

F1511/43/411/46GE 1 1/4 x 1 1/4  x 3/4  1.660 x 1.660 x 1.050 2.13 1.20 2.25 2.15 0.53 1

F1511/4111/46GE 1 1/4 x 1 1/4  x 1 1.660 x 1.660 x 1.315 2.12 1.20 2.24 2.22 0.56 1

F1511/21/211/26GE 1 1/2 x  1 1/2 x 1/2 1.900 x 1.900 x 0.840 3.19 1.39 2.80 2.23 0.79 1

F1511/23/411/26GE 1 1/2  x  1 1/2  x 3/4 1.900 x 1.900 x 1.050 3.19 1.37 2.80 2.34 0.81 1

F1511/2111/26GE 1 1/2  x  1 1/2  x 1 1.900 x 1.900 x 1.315 3.19 1.42 2.80 2.45 0.84 1

F1511/211/411/26GE 1 1/2  x  1 1/2  x 1 1/4 1.900 x 1.900 x 1.660 3.19 1.50 2.80 2.68 0.88 1

F1521/226GE 2 x 2 x 1/2 2.375 x 2.375 x 0.840 3.22 1.60 3.39 2.44 1.17 1

F1523/426GE 2 x 2 x 3/4 2.375 x 2.375 x 1.050 3.22 1.68 3.39 2.63 1.19 1

F152126GE 2 x 2 x 1 2.375 x 2.375 x 1.315 3.22 1.61 3.39 2.66 1.23 1

F15211/426GE 2 x 2 x 1 1/4 2.375 x 2.375 x 1.660 3.22 1.73 3.38 2.91 1.27 1

F15211/226GE 2 x 2 x 1 1/2 2.375 x 2.375 x 1.900 3.22 1.65 3.39 2.86 1.32 1

ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D

F161/26GE 1/2 0.840 1.28 0.80 1.48 1.64 0.24 10

F163/46GE 3/4 1.050 1.50 0.92 1.70 1.87 0.33 10

F1616GE 1 1.315 1.78 1.07 1.91 2.09 0.46 5

F1611/46GE 1 1/4 1.660 2.13 1.28 2.24 2.46 0.59 1

F1611/26GE 1 1/2 1.900 3.19 1.42 2.80 2.63 0.92 1

F1626GE 2 2.375 3.22 1.65 3.39 3.43 1.48 1

EQUAL TEE

REDUCING TEE PRESS X PRESS X PRESS

PRESS X PRESS X PRESS

EPDM
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ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL P x P x T A B C D

F121/21/26GE 1/2 x 1/2 x 1/2 0.840 x 0.840 x 0.840 1.28 0.93 1.48 1.52 0.26 10

F121/23/46GE 1/2 x 1/2 x 3/4 0.840 x 0.840 x 1.50 1.28 1.30 1.48 1.84 0.37 10

F123/41/26GE 3/4 x 3/4 x 1/2 1.050 x 1.050 x 0.840 1.50 0.96 1.70 1.63 0.33 5

F123/43/46GE 3/4 x 3/4 x 3/4 1.050 x 1.050 x 1.050 1.50 1.15 1.70 1.81 0.40 5

F123/416GE 3/4 x 3/4 x 1 1.050 x 1.050 x 1.315 1.50 1.12 1.70 1.97 0.46 5

F1211/26GE 1 x 1 x 1/2 1.315 x 1.315 x 0.840 1.78 1.11 1.91 1.78 0.42 5

F1213/46GE 1 x 1 x 3/4 1.315 x 1.315 x 1.050 1.78 1.26 1.91 1.96 0.48 5

F12111/46GE 1 x 1 x 1 1/4 1.315 x 1.315 x 1.660 1.78 1.59 1.92 2.43 0.91 1

F1211/41/26GE 1 1/4 x 1 1/4 x 1/2 1.660 x 1.660 x 0.840 2.13 1.24 2.25 1.92 0.57 1

F1211/43/46GE 1 1/4 x 1 1/4 x 3/4 1.660 x 1.660 x 1.050 2.13 1.39 2.25 2.07 0.62 1

F1211/416GE 1 1/4 x 1 1/4 x 1 1.660 x 1.660 x 1.315 2.13 1.35 2.25 2.11 0.75 1

F1211/411/46GE 1 1/4 x 1 1/4 x 1 1/4 1.660 x 1.660 x 1.660 2.13 1.67 2.24 2.51 1.00 1

F1211/21/26GE 1 1/2 x 1 1/2 x 1/2 1.900 x 1.900 x 0.840  3.19 1.44 1.80 2.12 0.85 1

F1211/23/46GE 1 1/2 x 1 1/2 x 3/4 1.900 x 1.900 x 1.050 3.19 1.57 2.80 2.25 0.91 1

F1211/216GE 1 1/2 x 1 1/2 x 1 1.900 x 1.900 x 1.315 3.19 1.59 2.80 2.33 1.03 1

F1211/211/26GE 1 1/2 x 1 1/2 x 1 1/2 1.900 x 1.900 x 1.900 3.19 1.54 2.80 2.64 1.27 1

F1221/26GE 2 x 2 x 1/2 2.375 x 2.375 x 0.840 3.22 1.65 3.39 2.32 1.19 1

F1223/46GE 2 x 2 x 3/4 2.375 x 2.375 x 1.050 3.22 1.86 3.39 2.54 1.26 1

F12216GE 2 x 2 x 1 2.375 x 2.375 x 2.375 3.22 1.78 3.39 2.52 1.32 1

F12226GE 2 x 2 x 2 2.375 x 2.375 x 2.375 3.22 2.26 3.39 3.19 1.90 1

TEE & REDUCING TEE ADAPTERS PRESS X PRESS X NPT

EPDM
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ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

DIM (M-H) FTG X P A B C D

F143/41/26GE 3/4 x 1/2 1.05 x 0.84 0.63 3.04 0.18 10 0.31 10

F1411/26GE 1 x 1/2 1.32 x 0.84 0.66 3.26 0.23 10 0.40 5

F1413/46GE 1 x 3/4 1.32 x 1.05 1.00 3.76 0.26 10 0.42 5

F1411/41/26GE 1 1/4 x 1/2 1.66 x 0.84 0.72 3.32 0.27 1 0.51 1

F1411/43/46GE 1 1/4 x 3/4 1.66 x 1.05 1.00 3.25 0.26 1 0.53 1

F1411/416GE 1 1/4 x 1 1.66 x 1.32 0.84 3.52 0.31 1 0.56 1

F1411/21/26GE 1 1/2 x 1/2 1.90 x 0.84 0.55 3.47 0.33 1 0.79 1

F1411/23/46GE 1 1/2 x 3/4 1.90 x 1.05 0.76 3.55 0.55 1 0.81 1

F1411/216GE 1 1/2 x 1 1.90 x 1.32 1.19 4.30 0.39 1 0.84 1

F1411/211/46GE 1 1/2 x 1 1/4 1.90 x 1.66 0.93 4.19 0.44 1 0.88 1

F1421/26GE 2 x 1/2 2.38 x 0.84 0.67 4.17 0.53 1 1.17 1

F1423/46GE 2 x 3/4 2.38 x 1.05 0.98 4.27 0.35 1 1.19 1

F14216GE 2 x 1 2.38 x 1.32 0.91 4.33 0.57 1 1.23 1

F14211/46GE 2 x 1 1/4 2.38 x 1.66 0.88 4.66 0.63 1 1.27 1

F14211/26GE 2 x 1 1/2 2.38 x 1.90 1.30 4.77 0.72 1 1.32 1

REDUCER FTG X PRESS

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL D.
EXT. D K B D1 H N* Z

F191/26GE 1/2 0.840 3.50 2.37 0.38 0.62 1.85 4 1.02 0.90 1

F193/46GE 3/4 1.050 3.94 2.75 0.44 0.62 2.21 4 1.27 1.30 1

F1916GE 1 1.315 4.33 3.13 0.50 0.62 2.52 4 1.50 1.83 1

F1911/46GE 1 1/4 1.660 4.53 3.50 0.56 0.62 2.32 4 1.14 2.10 1

F1911/26GE 1 1/2 1.900 4.92 3.87 0.63 0.62 3.40 4 2.20 3.03 1

F1926GE 2 2.375 5.91 4.75 0.69 0.75 4.71 4 2.94 4.91 1

FLANGE ADAPTER PRESS X ANSI 125/150 FLANGE

N* = Number of holes

�1

� �
�

�
�
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT LBS PIECES/BAG

NOMINAL O.D. A B

F211/26GE 1/2 0.840 0.85 1.68 0.09 10

F213/46GE 3/4 1.050 0.75 1.70 0.13 10

F2116GE 1 1.315 0.83 1.85 0.18 5

F2111/46GE 1 1/4 1.660 0.93 2.11 0.22 1

F2111/26GE 1 1/2 1.900 0.95 2.15 0.33 1

F2126GE 2 2.375 1.10 2.87 0.55 1

END CAP PRESS

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT LBS PIECES/BAG

NOMINAL O.D. A B

F241/26GE 1/2 0.840 2.27 3.94 0.62 10

F243/46GE 3/4 1.050 2.64 4.54 0.82 10

F2416GE 1 1.315 2.72 4.76 0.97 4

F2411/46GE 1 1/4 1.660 3.22 5.59 1.93 2

F2411/26GE 1 1/2 1.900 3.88 6.29 2.36 2

F2426GE 2 2.375 4.72 8.26 3.70 2

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT LBS PIECES/BAG

NOMINAL O.D. A B

F551/26GE 1/2 0.840 5.13 4.30 0.62 1

F553/46GE 3/4 1.050 5.27 4.32 0.82 1

F5516GE 1 1.315 5.34 4.31 0.97 1

F5511/46GE 1 1/4 1.660 5.58 4.39 1.93 1

F5511/26GE 1 1/2 1.900 5.52 4.32 2.36 1

F5526GE 2 2.375 6.09 4.31 3.70 1

THREE PIECE UNION

WELD ADAPTER

PRESS X PRESS

PRESS X FTG



STAINLESS STEEL PRESS SYSTEM     | IPS

87

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D E

F433/46GT 3/4 1.050 0.625 0.280 0.938 1.57 4.94 0.25 1

F4316GT 1 1.315 0.625 0.280 1.190 1.18 5.02 0.34 1

F4311/46GE 1 1/4 1.660 0.625 0.280 1.540 1.57 5.12 0.67 1

F4311/26GT 1 1/2 1.900 0.625 0.280 1.775 1.57 5.20 0.63 1

F4326GT 2 2.375 0.625 0.340 2.250 2.36 5.77 1.13 1

GROOVE TRANSITION NIPPLE GROOVED X WELD

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL D.
EXT. D k b D1 h N* z

F441/26GE 1/2 0.840 3.60 2.37 0.41 0.62 3.07 4 2.23 0.93 1

F443/46GE 3/4 1.050 3.86 2.75 0.48 0.62 3.19 4 2.24 1.39 1

F4416GE 1 1.315 4.25 3.13 0.53 0.62 3.27 4 2.24 1.84 1

F4411/46GE 1 1/4 1.660 4.69 3.50 0.59 0.62 3.54 4 2.36 2.40 1

F4411/26GE 1 1/2 1.900 4.99 3.87 0.63 0.62 3.44 4 2.24 2.98 1

F4426GE 2 2.375 6.02 4.75 0.76 0.75 4.53 4 2.76 4.79 1

FLANGE ADAPTER PRESS X ANSI 125/150 FLANGE

N* = Number of holes

�1

� �
�

�
�

EPDM
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL P x T A B

F171/21/26GE 1/2 - 1/2 0.84 x 80.84 0.74 2.17 0.20 10

F171/23/46GE 1/2 - 3/4 0.84 x 1.05 0.92 2.44 0.28 10

F171/216GE 1/2 - 1 0.84 x 1.32 0.89 2.56 0.43 5

F173/41/26GE 3/4 - 1/2 1.05 x 0.84 0.84 2.47 0.32 5

F173/43/46GE 3/4 - 3/4 1.05 x 1.05 0.84 2.45 0.28 10

F173/416GE 3/4 - 1 1.05 x 1.32 0.80 2.59 0.43 5

F173/411/46GE 3/4 - 1 1/4 1.05 x 1.66 1.08 3.03 0.72 5

F1711/26GE 1 - 1/2 1.32 x 0.84 0.86 2.56 0.50 5

F1713/46GE 1 - 3/4 1.32 x 1.05 0.86 2.56 0.43 5

F17116GE 1 - 1 1.32 x 1.32 0.78 2.56 0.43 5

F17111/46GE 1 - 1 1/4 1.32 x 1.66 1.10 2.97 0.69 5

F17111/26GE 1 - 1 1/2 1.32 x 1.90 1.05 3.13 0.80 5

F1711/41/26GE 1 1/4 - 1/2 1.66 x 0.84 0.93 2.80 0.81 1

F1711/416GE 1 1/4 - 1 1.66 x 1.32 0.86 2.80 0.63 1

F1711/411/46GE 1 1/4 - 1 1/4 1.66 x 1.66 0.93 2.95 0.74 1

F1711/411/26GE 1 1/4 - 1 1/2 1.66 x 1.90 0.88 3.11 0.69 1

F1711/216GE 1 1/2 - 1 1.90 x 1.32 1.01 3.06 1.26 1

F1711/211/46GE 1 1/2 - 1 1/4 1.90 x 1.66 0.66 2.70 0.63 1

F1711/211/26GE 1 1/2 - 1 1/2 1.90 x 1.90 0.80 3.05 0.64 1

F1711/226GE 1 1/2 - 2 1.90 x 2.38 1.39 3.65 1.21 1

F17211/46GE 2 - 1 1/4 2.38 x 1.66 0.77 3.39 1.48 1

F17211/26GE 2 - 1 1/2 2.38 x 1.90 1.29 3.90 1.83 1

F17226GE 2 - 2 2.38 x 2.38 1.24 3.94 1.04 1

FEMALE ADAPTER PRESS X FPT

EPDM
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ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL P x T A B

F181/21/26GE 1/2 - 1/2 0.84 x 0.84 0.78 2.21 0.15 10

F181/23/46GE 1/2 - 3/4 0.84 x 1.05 0.80 2.30 0.20 10

F181/216GE 1/2 - 1 0.84 x 1.32 0.81 2.44 0.34 10

F183/41/26GE 3/4 - 1/2 1.05 x 0.84 0.81 2.35 0.22 10

F183/43/46GE 3/4 - 3/4 1.05 x 1.05 0.83 2.43 0.22 10

F183/416GE 3/4 - 1 1.05 x 1.32 0.87 2.56 0.29 5

F183/411/46GE 3/4 - 1 1/4 1.05 x 1.66 0.91 2.66 0.52 5

F1813/46GE 1 - 3/4 1.32 x 1.05 0.83 2.52 0.28 5

F18116GE 1 - 1 1.32 x 1.32 0.83 2.64 0.32 5

F18111/46GE 1 - 1 1/4 1.32 x 1.66 0.91 2.74 0.52 5

F18111/26GE 1 - 1 1/2 1.32 x 1.90 0.91 2.74 0.58 5

F1811/416GE 1 1/4 - 1 1.66 x 1.32 0.98 2.97 0.47 1

F1811/411/46GE 1 1/4 - 1 1/4 1.66 x 1.66 0.98 2.97 0.57 1

F1811/411/26GE 1 1/4 - 1 1/2 1.66 x 1.90 0.98 2.95 0.62 1

F1811/23/46GE 1 1/2 - 3/4 1.90 x 1.05 0.91 2.78 0.55 1

F1811/216GE 1 1/2 - 1 1.90 x 1.32 0.91 2.90 0.62 1

F1811/211/46GE 1 1/2 - 1 1/4 1.90 x 1.66 0.91 2.92 0.55 1

F1811/211/26GE 1 1/2 - 1 1/2 1.90 x 1.90 0.91 2.92 0.64 1

F18211/26GE 2 - 1 1/2 2.38 x 1.90 0.90 3.48 0.94 1

F18226GE 2 - 2 2.38 x 2.38 0.98 3.82 1.04 1

MALE ADAPTER PRESS X FPT

EPDM
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THREE PIECE BALL VALVE PRESS X PRESS

The Isotubi-IPS Stainless Steel Three Piece Press Ball Valve is a Teflon seated 
full port ball made of stainless steel and the cast equivalent to 316 Stainless 
Steel, CF8M. The full port, commonly called full bore, ball valve creates an 
unrestricted flow reducing head loss through the valve. The flow can enter 
the valve from either direction which allows the valve to be oriented in 
different positions in tight spaces. The valve is a 1/4 turn open/close with a 
latch lock in both the full open and closed positions. The inline direction of 
the handle when the valve is open lets you see whether the valve is opened 
or closed. The lock latch has a lock-out feature to pad lock the valve in the 
open or closed position.

MAXIMUM WORKING PRESSURE: 300 psi (20.7 bar)

MATERIAL SPECIFICATIONSMATERIALS OF CONSTRUCTION

BODY, CAP & BALL
Cast Stainless Steel per ASTM A351-CF8M

STEAM 

Stainless Steel per ASTM A276-316

BALL SEAT, BODY SEAL, THRUST WASHER & 
PACKING: 

PTFE/RTFE

HANDEL, SPRING WASHER, NUTS, LOCK 
NUT, BOLTS & SPRING WASHER: 

Steel per AISI Type 304L

HANDLE SLEEVE: 

PVC

TERMINALES DE PRENSADO: 

AISI 316L

O-RING SPECIFICATIONS:

٭	 EPDM O-RING (BLACK COLOR) -4°F to 230°F 
(-20°C to 110°C) Recommended for hot water, 
dilute acids, alkalies, oil free air and many 
chemical services. Excellent oxidation resistance.

ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D E

F311/26GE 1/2 0.840 2.82 4.26 2.44 4.49 0.59 1.24 1

F313/46GE 3/4 1.050 3.50 5.31 2.68 5.39 0.79 1.73 1

F3116GE 1 1.315 3.86 5.30 2.75 5.90 0.98 2.46 1

F3111/46GE 1 1/4 1.660 4.17 6.30 3.35 6.53 1.25 5.90 1

F3111/26GE 1 1/2 1.900 4.72 7.87 3.54 7.13 1.57 5.93 1

F3126GE 2 2.375 5.35 8.27 3.94 8.89 2.01 8.48 1

1. BODY: ASTM A351-C8M

2. CAP: ASTM A351-C8M

3. BALL: ASTM A351-C8M

4. STEM: ASTM A276-316

5. BALL SEAT: PTFE/RTFE

6. BODY SEAL: PTFE/RTFE

7. THRUST WASHER: PTFE/RTFE

8. PACKING: PTFE/RTFE

9. GLAND NUT: AISI 304

10. HANDLE: AISI 304

11. SPRING WASHER: AISI 304

12. NUT: AISI 304

13. LATCH LOCK: AISI 304

14. BOLT: AISI 304

15. SPRING WASHER: AISI 304

16. NUT: AISI 304

17. HANDLE SLEEVE: PVC

18. O-RING: EPDM, Nitrile, 

Fluoroelastomer

19. G-PRESS ENDS: 316L

EPDM
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F031/26GEH 1/2 0.840 1.57 2.41 0.22 10

F033/46GEH 3/4 1.050 1.89 2.84 0.33 10

F0316GEH 1 1.315 2.37 3.40 0.48 5

F0311/46GEH 1 1/4 1.660 2.20 3.39 0.56 1

F0311/26GEH 1 1/2 1.900 2.56 3.76 0.79 1

F0326GEH 2 2.375 3.23 5.00 1.39 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F021/26GEH 1/2 .0840 0.83 2.95 0.18 10

F023/46GEH 3/4 1.050 0.95 3.40 0.25 10

F0216GEH 1 1.315 1.02 3.83 0.34 5

F0211/46GEH 1 1/4 1.660 1.18 4.49 0.46 1

F0211/26GEH 1 1/2 1.900 1.20 4.81 0.63 1

F0226GEH 2 2.375 1.77 6.76 1.13 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F011/26GEH 1/2 .0840 0.42 2.09 0.13 10

F013/46GEH 3/4 1.050 0.44 2.33 0.18 10

F0116GEH 1 1.315 0.43 2.48 0.23 5

F0111/46GEH 1 1/4 1.660 0.71 3.07 0.32 1

F0111/26GEH 1 1/2 1.900 0.43 2.84 0.40 1

F0126GEH 2 2.375 0.50 4.05 0.74 1

STRAIGHT COUPLING

SLIP COUPLING

PRESS X PRESS

PRESS X PRESS

90º ELBOW PRESS X PRESS

HNBR
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F051/26GEH 1/2 0.840 0.79 1.62 0.18 10

F053/46GEH 3/4 1.050 0.90 1.85 0.24 10

F0516GEH 1 1.315 1.13 2.14 0.37 5

F0511/46GEH 1 1/4 1.660 1.05 2.23 0.50 1

F0511/26GEH 1 1/2 1.900 1.17 2.37 0.59 1

F0526GEH 2 2.375 1.48 3.24 1.06 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT
 LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D

F041/26GEH 1/2 0.840 1.34 1.57 2.95 2.41 0.24 10

F043/46GEH 3/4 1.050 1.69 1.89 3.27 2.84 0.33 10

F0416GEH 1 1.315 2.13 2.37 3.82 3.40 0.37 5

F0411/46GEH 1 1/4 1.660 1.97 2.20 3.80 3.39 0.57 1

F0411/26GEH 1 1/2 1.900 2.24 2.48 4.21 3.69 0.77 1

F0426GEH 2 2.375 3.23 3.23 5.59 5.00 1.34 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C

F061/26GEH 1/2 0.840 0.79 1.62 2.25 0.20 10

F063/46GEH 3/4 1.050 0.90 1.85 2.26 0.26 10

F0616GEH 1 1.315 1.13 2.14 2.49 0.37 5

F0611/46GEH 1 1/4 1.660 1.05 2.23 2.63 0.51 1

F0611/26GEH 1 1/2 1.900 1.17 2.37 2,89 0.60 1

F0626GEH 2 2.375 1.48 3.24 3,83 1.06 1

M-F 90º ELBOW

M-F 45º ELBOW

45º ELBOW

MALE X PRESS

MALE X PRESS

PRESS X PRESS

HNBR
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D

F153/41/23/46GEH 3/4 x 3/4 x 1/2 1.050 x 1.050 x 0.840 1.50 0.91 1.70 1.74 0.31 10

F1511/216GEH 1 x 1 x 1/2 1.315 x 1.315 x 0.840 1.78 1.06 1.91 1.89 0.40 5

F1513/416GEH 1 x 1 x 3/4 1.315 x 1.315 x 1.050 1.78 1.07 1.91 2.02 0.42 5

F1511/41/211/46GEH 1 1/4  x 1 1/4  x  1/2  1.660 x 1.660 x 0.840 2.13 1.19 2.25 2.02 0.51 1

F1511/43/411/46GEH 1 1/4 x 1 1/4  x 3/4  1.660 x 1.660 x 1.050 2.13 1.20 2.25 2.15 0.53 1

F1511/4111/46GEH 1 1/4 x 1 1/4  x 1 1.660 x 1.660 x 1.315 2.12 1.20 2.24 2.22 0.56 1

F1511/21/211/26GEH 1 1/2 x  1 1/2 x 1/2 1.900 x 1.900 x 0.840 3.19 1.39 2.80 2.23 0.79 1

F1511/23/411/26GEH 1 1/2  x  1 1/2  x 3/4 1.900 x 1.900 x 1.050 3.19 1.37 2.80 2.34 0.81 1

F1511/2111/26GEH 1 1/2  x  1 1/2  x 1 1.900 x 1.900 x 1.315 3.19 1.42 2.80 2.45 0.84 1

F1511/211/411/26GEH 1 1/2  x  1 1/2  x 1 1/4 1.900 x 1.900 x 1.660 3.19 1.50 2.80 2.68 0.88 1

F1521/226GEH 2 x 2 x 1/2 2.375 x 2.375 x 0.840 3.22 1.60 3.39 2.44 1.17 1

F1523/426GEH 2 x 2 x 3/4 2.375 x 2.375 x 1.050 3.22 1.68 3.39 2.63 1.19 1

F152126GEH 2 x 2 x 1 2.375 x 2.375 x 1.315 3.22 1.61 3.39 2.66 1.23 1

F15211/426GEH 2 x 2 x 1 1/4 2.375 x 2.375 x 1.660 3.22 1.73 3.38 2.91 1.27 1

F15211/226GEH 2 x 2 x 1 1/2 2.375 x 2.375 x 1.900 3.22 1.65 3.39 2.86 1.32 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D

F161/26GEH 1/2 0.840 1.28 0.80 1.48 1.64 0.24 10

F163/46GEH 3/4 1.050 1.50 0.92 1.70 1.87 0.33 10

F1616GEH 1 1.315 1.78 1.07 1.91 2.09 0.46 5

F1611/46GEH 1 1/4 1.660 2.13 1.28 2.24 2.46 0.59 1

F1611/26GEH 1 1/2 1.900 3.19 1.42 2.80 2.63 0.92 1

F1626GEH 2 2.375 3.22 1.65 3.39 3.43 1.48 1

EQUAL TEE

REDUCING TEE PRESS X PRESS X PRESS

PRESS X PRESS X PRESS

HNBR
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL P x P x T A B C D

F121/21/26GEH 1/2 x 1/2 x 1/2 0.840 x 0.840 x 0.840 1.28 0.93 1.48 1.52 0.26 10

F121/23/46GEH 1/2 x 1/2 x 3/4 0.840 x 0.840 x 1.50 1.28 1.30 1.48 1.84 0.37 10

F123/41/26GEH 3/4 x 3/4 x 1/2 1.050 x 1.050 x 0.840 1.50 0.96 1.70 1.63 0.33 5

F123/43/46GEH 3/4 x 3/4 x 3/4 1.050 x 1.050 x 1.050 1.50 1.15 1.70 1.81 0.40 5

F123/416GEH 3/4 x 3/4 x 1 1.050 x 1.050 x 1.315 1.50 1.12 1.70 1.97 0.46 5

F1211/26GEH 1 x 1 x 1/2 1.315 x 1.315 x 0.840 1.78 1.11 1.91 1.78 0.42 5

F1213/46GEH 1 x 1 x 3/4 1.315 x 1.315 x 1.050 1.78 1.26 1.91 1.96 0.48 5

F12111/46GEH 1 x 1 x 1 1/4 1.315 x 1.315 x 1.660 1.78 1.59 1.92 2.43 0.91 1

F1211/41/26GEH 1 1/4 x 1 1/4 x 1/2 1.660 x 1.660 x 0.840 2.13 1.24 2.25 1.92 0.57 1

F1211/43/46GEH 1 1/4 x 1 1/4 x 3/4 1.660 x 1.660 x 1.050 2.13 1.39 2.25 2.07 0.62 1

F1211/416GEH 1 1/4 x 1 1/4 x 1 1.660 x 1.660 x 1.315 2.13 1.35 2.25 2.11 0.75 1

F1211/411/46GEH 1 1/4 x 1 1/4 x 1 1/4 1.660 x 1.660 x 1.660 2.13 1.67 2.24 2.51 1.00 1

F1211/21/26GEH 1 1/2 x 1 1/2 x 1/2 1.900 x 1.900 x 0.840  3.19 1.44 1.80 2.12 0.85 1

F1211/23/46GEH 1 1/2 x 1 1/2 x 3/4 1.900 x 1.900 x 1.050 3.19 1.57 2.80 2.25 0.91 1

F1211/216GEH 1 1/2 x 1 1/2 x 1 1.900 x 1.900 x 1.315 3.19 1.59 2.80 2.33 1.03 1

F1211/211/26GEH 1 1/2 x 1 1/2 x 1 1/2 1.900 x 1.900 x 1.900 3.19 1.54 2.80 2.64 1.27 1

F1221/26GEH 2 x 2 x 1/2 2.375 x 2.375 x 0.840 3.22 1.65 3.39 2.32 1.19 1

F1223/46GEH 2 x 2 x 3/4 2.375 x 2.375 x 1.050 3.22 1.86 3.39 2.54 1.26 1

F12216GEH 2 x 2 x 1 2.375 x 2.375 x 2.375 3.22 1.78 3.39 2.52 1.32 1

F12226GEH 2 x 2 x 2 2.375 x 2.375 x 2.375 3.22 2.26 3.39 3.19 1.90 1

TEE & REDUCING TEE ADAPTERS PRESS X PRESS X NPT

HNBR
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

DIM (M-H) FTG X P A B C D

F143/41/26GEH 3/4 x 1/2 1.05 x 0.84 0.63 3.04 0.18 10 0.31 10

F1411/26GEH 1 x 1/2 1.32 x 0.84 0.66 3.26 0.23 10 0.40 5

F1413/46GEH 1 x 3/4 1.32 x 1.05 1.00 3.76 0.26 10 0.42 5

F1411/41/26GEH 1 1/4 x 1/2 1.66 x 0.84 0.72 3.32 0.27 1 0.51 1

F1411/43/46GEH 1 1/4 x 3/4 1.66 x 1.05 1.00 3.25 0.26 1 0.53 1

F1411/416GEH 1 1/4 x 1 1.66 x 1.32 0.84 3.52 0.31 1 0.56 1

F1411/21/26GEH 1 1/2 x 1/2 1.90 x 0.84 0.55 3.47 0.33 1 0.79 1

F1411/23/46GEH 1 1/2 x 3/4 1.90 x 1.05 0.76 3.55 0.55 1 0.81 1

F1411/216GEH 1 1/2 x 1 1.90 x 1.32 1.19 4.30 0.39 1 0.84 1

F1411/211/46GEH 1 1/2 x 1 1/4 1.90 x 1.66 0.93 4.19 0.44 1 0.88 1

F1421/26GEH 2 x 1/2 2.38 x 0.84 0.67 4.17 0.53 1 1.17 1

F1423/46GEH 2 x 3/4 2.38 x 1.05 0.98 4.27 0.35 1 1.19 1

F14216GEH 2 x 1 2.38 x 1.32 0.91 4.33 0.57 1 1.23 1

F14211/46GEH 2 x 1 1/4 2.38 x 1.66 0.88 4.66 0.63 1 1.27 1

F14211/26GEH 2 x 1 1/2 2.38 x 1.90 1.30 4.77 0.72 1 1.32 1

REDUCER FTG X PRESS

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL D.
EXT. D k b D1 h N* z

F191/26GEH 1/2 0.840 3.50 2.37 0.38 0.62 1.85 4 1.02 0.90 1

F193/46GEH 3/4 1.050 3.94 2.75 0.44 0.62 2.21 4 1.27 1.30 1

F1916GEH 1 1.315 4.33 3.13 0.50 0.62 2.52 4 1.50 1.83 1

F1911/46GEH 1 1/4 1.660 4.53 3.50 0.56 0.62 2.32 4 1.14 2.10 1

F1911/26GEH 1 1/2 1.900 4.92 3.87 0.63 0.62 3.40 4 2.20 3.03 1

F1926GEH 2 2.375 5.91 4.75 0.69 0.75 4.71 4 2.94 4.91 1

FLANGE ADAPTER PRESS X ANSI 125/150 FLANGE

N* = Number of holes

�1

� �
�

�
�

HNBR



STAINLESS STEEL PRESS SYSTEM     | IPS

96

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS PIECES/BAG

NOMINAL O.D. A B

F211/26GEH 1/2 0.840 0.85 1.68 0.09 10

F213/46GEH 3/4 1.050 0.75 1.70 0.13 10

F2116GEH 1 1.315 0.83 1.85 0.18 5

F2111/46GEH 1 1/4 1.660 0.93 2.11 0.22 1

F2111/26GEH 1 1/2 1.900 0.95 2.15 0.33 1

F2126GEH 2 2.375 1.10 2.87 0.55 1

END CAP PRESS

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS PIECES/BAG

NOMINAL O.D. A B

F241/26GEH 1/2 0.840 2.27 3.94 0.62 10

F243/46GEH 3/4 1.050 2.64 4.54 0.82 10

F2416GEH 1 1.315 2.72 4.76 0.97 4

F2411/46GEH 1 1/4 1.660 3.22 5.59 1.93 2

F2411/26GEH 1 1/2 1.900 3.88 6.29 2.36 2

F2426GEH 2 2.375 4.72 8.26 3.70 2

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS PIECES/BAG

NOMINAL O.D. A B

F551/26GEH 1/2 0.840 5.13 4.30 0.62 1

F553/46GEH 3/4 1.050 5.27 4.32 0.82 1

F5516GEH 1 1.315 5.34 4.31 0.97 1

F5511/46GEH 1 1/4 1.660 5.58 4.39 1.93 1

F5511/26GEH 1 1/2 1.900 5.52 4.32 2.36 1

F5526GEH 2 2.375 6.09 4.31 3.70 1

THREE PIECE UNION

WELD ADAPTER

PRESS X PRESS

PRESS X FTG

HNBR
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ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D E

F433/46GTH 3/4 1.050 0.625 0.280 0.938 1.57 4.94 0.25 1

F4316GTH 1 1.315 0.625 0.280 1.190 1.18 5.02 0.34 1

F4311/46GEH 1 1/4 1.660 0.625 0.280 1.540 1.57 5.12 0.67 1

F4311/26GTH 1 1/2 1.900 0.625 0.280 1.775 1.57 5.20 0.63 1

F4326GTH 2 2.375 0.625 0.340 2.250 2.36 5.77 1.13 1

GROOVE TRANSITION NIPPLE GROOVED X WELD

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL D.
EXT. D k b D1 h N* z

F441/26GEH 1/2 0.840 3.60 2.37 0.41 0.62 3.07 4 2.23 0.93 1

F443/46GEH 3/4 1.050 3.86 2.75 0.48 0.62 3.19 4 2.24 1.39 1

F4416GEH 1 1.315 4.25 3.13 0.53 0.62 3.27 4 2.24 1.84 1

F4411/46GEH 1 1/4 1.660 4.69 3.50 0.59 0.62 3.54 4 2.36 2.40 1

F4411/26GEH 1 1/2 1.900 4.99 3.87 0.63 0.62 3.44 4 2.24 2.98 1

F4426GEH 2 2.375 6.02 4.75 0.76 0.75 4.53 4 2.76 4.79 1

FLANGE ADAPTER PRESS X ANSI 125/150 FLANGE

N* = Number of holes

�1

� �
�

�
�
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL P x T A B

F171/21/26GEH 1/2 - 1/2 0.84 x 80.84 0.74 2.17 0.20 10

F171/23/46GEH 1/2 - 3/4 0.84 x 1.05 0.92 2.44 0.28 10

F171/216GEH 1/2 - 1 0.84 x 1.32 0.89 2.56 0.43 5

F173/41/26GEH 3/4 - 1/2 1.05 x 0.84 0.84 2.47 0.32 5

F173/43/46GEH 3/4 - 3/4 1.05 x 1.05 0.84 2.45 0.28 10

F173/416GEH 3/4 - 1 1.05 x 1.32 0.80 2.59 0.43 5

F173/411/46GEH 3/4 - 1 1/4 1.05 x 1.66 1.08 3.03 0.72 5

F1711/26GEH 1 - 1/2 1.32 x 0.84 0.86 2.56 0.50 5

F1713/46GEH 1 - 3/4 1.32 x 1.05 0.86 2.56 0.43 5

F17116GEH 1 - 1 1.32 x 1.32 0.78 2.56 0.43 5

F17111/46GEH 1 - 1 1/4 1.32 x 1.66 1.10 2.97 0.69 5

F17111/26GEH 1 - 1 1/2 1.32 x 1.90 1.05 3.13 0.80 5

F1711/41/26GEH 1 1/4 - 1/2 1.66 x 0.84 0.93 2.80 0.81 1

F1711/416GEH 1 1/4 - 1 1.66 x 1.32 0.86 2.80 0.63 1

F1711/411/46GEH 1 1/4 - 1 1/4 1.66 x 1.66 0.93 2.95 0.74 1

F1711/411/26GEH 1 1/4 - 1 1/2 1.66 x 1.90 0.88 3.11 0.69 1

F1711/216GEH 1 1/2 - 1 1.90 x 1.32 1.01 3.06 1.26 1

F1711/211/46GEH 1 1/2 - 1 1/4 1.90 x 1.66 0.66 2.70 0.63 1

F1711/211/26GEH 1 1/2 - 1 1/2 1.90 x 1.90 0.80 3.05 0.64 1

F1711/226GEH 1 1/2 - 2 1.90 x 2.38 1.39 3.65 1.21 1

F17211/46GEH 2 - 1 1/4 2.38 x 1.66 0.77 3.39 1.48 1

F17211/26GEH 2 - 1 1/2 2.38 x 1.90 1.29 3.90 1.83 1

F17226GEH 2 - 2 2.38 x 2.38 1.24 3.94 1.04 1

FEMALE ADAPTER PRESS X FPT

HNBR
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ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL P x T A B

F181/21/26GEH 1/2 - 1/2 0.84 x 0.84 0.78 2.21 0.15 10

F181/23/46GEH 1/2 - 3/4 0.84 x 1.05 0.80 2.30 0.20 10

F181/216GEH 1/2 - 1 0.84 x 1.32 0.81 2.44 0.34 10

F183/41/26GEH 3/4 - 1/2 1.05 x 0.84 0.81 2.35 0.22 10

F183/43/46GEH 3/4 - 3/4 1.05 x 1.05 0.83 2.43 0.22 10

F183/416GEH 3/4 - 1 1.05 x 1.32 0.87 2.56 0.29 5

F183/411/46GEH 3/4 - 1 1/4 1.05 x 1.66 0.91 2.66 0.52 5

F1813/46GEH 1 - 3/4 1.32 x 1.05 0.83 2.52 0.28 5

F18116GEH 1 - 1 1.32 x 1.32 0.83 2.64 0.32 5

F18111/46GEH 1 - 1 1/4 1.32 x 1.66 0.91 2.74 0.52 5

F18111/26GEH 1 - 1 1/2 1.32 x 1.90 0.91 2.74 0.58 5

F1811/416GEH 1 1/4 - 1 1.66 x 1.32 0.98 2.97 0.47 1

F1811/411/46GEH 1 1/4 - 1 1/4 1.66 x 1.66 0.98 2.97 0.57 1

F1811/411/26GEH 1 1/4 - 1 1/2 1.66 x 1.90 0.98 2.95 0.62 1

F1811/23/46GEH 1 1/2 - 3/4 1.90 x 1.05 0.91 2.78 0.55 1

F1811/216GEH 1 1/2 - 1 1.90 x 1.32 0.91 2.90 0.62 1

F1811/211/46GEH 1 1/2 - 1 1/4 1.90 x 1.66 0.91 2.92 0.55 1

F1811/211/26GEH 1 1/2 - 1 1/2 1.90 x 1.90 0.91 2.92 0.64 1

F18211/26GEH 2 - 1 1/2 2.38 x 1.90 0.90 3.48 0.94 1

F18226GEH 2 - 2 2.38 x 2.38 0.98 3.82 1.04 1

MALE ADAPTER PRESS X FPT

HNBR



STAINLESS STEEL PRESS SYSTEM     | IPS

100

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT LBS PIECES/BAG

NOMINAL O.D. A B

F031/26GEF 1/2 0.840 1.57 2.41 0.22 10

F033/46GEF 3/4 1.050 1.89 2.84 0.33 10

F0316GEF 1 1.315 2.37 3.40 0.48 5

F0311/46GEF 1 1/4 1.660 2.20 3.39 0.56 1

F0311/26GEF 1 1/2 1.900 2.56 3.76 0.79 1

F0326GEF 2 2.375 3.23 5.00 1.39 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT LBS PIECES/BAG

NOMINAL O.D. A B

F021/26GEF 1/2 .0840 0.83 2.95 0.18 10

F023/46GEF 3/4 1.050 0.95 3.40 0.25 10

F0216GEF 1 1.315 1.02 3.83 0.34 5

F0211/46GEF 1 1/4 1.660 1.18 4.49 0.46 1

F0211/26GEF 1 1/2 1.900 1.20 4.81 0.63 1

F0226GEF 2 2.375 1.77 6.76 1.13 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT LBS PIECES/BAG

NOMINAL O.D. A B

F011/26GEF 1/2 .0840 0.42 2.09 0.13 10

F013/46GEF 3/4 1.050 0.44 2.33 0.18 10

F0116GEF 1 1.315 0.43 2.48 0.23 5

F0111/46GEF 1 1/4 1.660 0.71 3.07 0.32 1

F0111/26GEF 1 1/2 1.900 0.43 2.84 0.40 1

F0126GEF 2 2.375 0.50 4.05 0.74 1

STRAIGHT COUPLING

SLIP COUPLING

PRESS X PRESS

PRESS X PRESS

90º ELBOW PRESS X PRESS

FKM
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT LBS PIECES/BAG

NOMINAL O.D. A B

F051/26GEF 1/2 0.840 0.79 1.62 0.18 10

F053/46GEF 3/4 1.050 0.90 1.85 0.24 10

F0516GEF 1 1.315 1.13 2.14 0.37 5

F0511/46GEF 1 1/4 1.660 1.05 2.23 0.50 1

F0511/26GEF 1 1/2 1.900 1.17 2.37 0.59 1

F0526GEF 2 2.375 1.48 3.24 1.06 1

ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS PIECES/BAG

NOMINAL O.D. A B C D

F041/26GEF 1/2 0.840 1.34 1.57 2.95 2.41 0.24 10

F043/46GEF 3/4 1.050 1.69 1.89 3.27 2.84 0.33 10

F0416GEF 1 1.315 2.13 2.37 3.82 3.40 0.37 5

F0411/46GEF 1 1/4 1.660 1.97 2.20 3.80 3.39 0.57 1

F0411/26GEF 1 1/2 1.900 2.24 2.48 4.21 3.69 0.77 1

F0426GEF 2 2.375 3.23 3.23 5.59 5.00 1.34 1

ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS PIECES/BAG

NOMINAL O.D. A B C

F061/26GEF 1/2 0.840 0.79 1.62 2.25 0.20 10

F063/46GEF 3/4 1.050 0.90 1.85 2.26 0.26 10

F0616GEF 1 1.315 1.13 2.14 2.49 0.37 5

F0611/46GEF 1 1/4 1.660 1.05 2.23 2.63 0.51 1

F0611/26GEF 1 1/2 1.900 1.17 2.37 2,89 0.60 1

F0626GEF 2 2.375 1.48 3.24 3,83 1.06 1

M-F 90º ELBOW

M-F 45º ELBOW

45º ELBOW

MALE X PRESS

MALE X PRESS

PRESS X PRESS

FKM
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D

F153/41/23/46GEF 3/4 x 3/4 x 1/2 1.050 x 1.050 x 0.840 1.50 0.91 1.70 1.74 0.31 10

F1511/216GEF 1 x 1 x 1/2 1.315 x 1.315 x 0.840 1.78 1.06 1.91 1.89 0.40 5

F1513/416GEF 1 x 1 x 3/4 1.315 x 1.315 x 1.050 1.78 1.07 1.91 2.02 0.42 5

F1511/41/211/46GEF 1 1/4  x 1 1/4  x  1/2  1.660 x 1.660 x 0.840 2.13 1.19 2.25 2.02 0.51 1

F1511/43/411/46GEF 1 1/4 x 1 1/4  x 3/4  1.660 x 1.660 x 1.050 2.13 1.20 2.25 2.15 0.53 1

F1511/4111/46GEF 1 1/4 x 1 1/4  x 1 1.660 x 1.660 x 1.315 2.12 1.20 2.24 2.22 0.56 1

F1511/21/211/26GEF 1 1/2 x  1 1/2 x 1/2 1.900 x 1.900 x 0.840 3.19 1.39 2.80 2.23 0.79 1

F1511/23/411/26GEF 1 1/2  x  1 1/2  x 3/4 1.900 x 1.900 x 1.050 3.19 1.37 2.80 2.34 0.81 1

F1511/2111/26GEF 1 1/2  x  1 1/2  x 1 1.900 x 1.900 x 1.315 3.19 1.42 2.80 2.45 0.84 1

F1511/211/411/26GEF 1 1/2  x  1 1/2  x 1 1/4 1.900 x 1.900 x 1.660 3.19 1.50 2.80 2.68 0.88 1

F1521/226GEF 2 x 2 x 1/2 2.375 x 2.375 x 0.840 3.22 1.60 3.39 2.44 1.17 1

F1523/426GEF 2 x 2 x 3/4 2.375 x 2.375 x 1.050 3.22 1.68 3.39 2.63 1.19 1

F152126GEF 2 x 2 x 1 2.375 x 2.375 x 1.315 3.22 1.61 3.39 2.66 1.23 1

F15211/426GEF 2 x 2 x 1 1/4 2.375 x 2.375 x 1.660 3.22 1.73 3.38 2.91 1.27 1

F15211/226GEF 2 x 2 x 1 1/2 2.375 x 2.375 x 1.900 3.22 1.65 3.39 2.86 1.32 1

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D

F161/26GEF 1/2 0.840 1.28 0.80 1.48 1.64 0.24 10

F163/46GEF 3/4 1.050 1.50 0.92 1.70 1.87 0.33 10

F1616GEF 1 1.315 1.78 1.07 1.91 2.09 0.46 5

F1611/46GEF 1 1/4 1.660 2.13 1.28 2.24 2.46 0.59 1

F1611/26GEF 1 1/2 1.900 3.19 1.42 2.80 2.63 0.92 1

F1626GEF 2 2.375 3.22 1.65 3.39 3.43 1.48 1

EQUAL TEE

REDUCING TEE PRESS X PRESS X PRESS

PRESS X PRESS X PRESS

FKM
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

DIM (M-H) P x P x T A B C D

F121/21/26GEF 1/2 x 1/2 x 1/2 0.840 x 0.840 x 0.840 1.28 0.93 1.48 1.52 0.26 10

F121/23/46GEF 1/2 x 1/2 x 3/4 0.840 x 0.840 x 1.50 1.28 1.30 1.48 1.84 0.37 10

F123/41/26GEF 3/4 x 3/4 x 1/2 1.050 x 1.050 x 0.840 1.50 0.96 1.70 1.63 0.33 5

F123/43/46GEF 3/4 x 3/4 x 3/4 1.050 x 1.050 x 1.050 1.50 1.15 1.70 1.81 0.40 5

F123/416GEF 3/4 x 3/4 x 1 1.050 x 1.050 x 1.315 1.50 1.12 1.70 1.97 0.46 5

F1211/26GEF 1 x 1 x 1/2 1.315 x 1.315 x 0.840 1.78 1.11 1.91 1.78 0.42 5

F1213/46GEF 1 x 1 x 3/4 1.315 x 1.315 x 1.050 1.78 1.26 1.91 1.96 0.48 5

F12111/46GEF 1 x 1 x 1 1/4 1.315 x 1.315 x 1.660 1.78 1.59 1.92 2.43 0.91 1

F1211/41/26GEF 1 1/4 x 1 1/4 x 1/2 1.660 x 1.660 x 0.840 2.13 1.24 2.25 1.92 0.57 1

F1211/43/46GEF 1 1/4 x 1 1/4 x 3/4 1.660 x 1.660 x 1.050 2.13 1.39 2.25 2.07 0.62 1

F1211/416GEF 1 1/4 x 1 1/4 x 1 1.660 x 1.660 x 1.315 2.13 1.35 2.25 2.11 0.75 1

F1211/411/46GEF 1 1/4 x 1 1/4 x 1 1/4 1.660 x 1.660 x 1.660 2.13 1.67 2.24 2.51 1.00 1

F1211/21/26GEF 1 1/2 x 1 1/2 x 1/2 1.900 x 1.900 x 0.840  3.19 1.44 1.80 2.12 0.85 1

F1211/23/46GEF 1 1/2 x 1 1/2 x 3/4 1.900 x 1.900 x 1.050 3.19 1.57 2.80 2.25 0.91 1

F1211/216GEF 1 1/2 x 1 1/2 x 1 1.900 x 1.900 x 1.315 3.19 1.59 2.80 2.33 1.03 1

F1211/211/26GEF 1 1/2 x 1 1/2 x 1 1/2 1.900 x 1.900 x 1.900 3.19 1.54 2.80 2.64 1.27 1

F1221/26GEF 2 x 2 x 1/2 2.375 x 2.375 x 0.840 3.22 1.65 3.39 2.32 1.19 1

F1223/46GEF 2 x 2 x 3/4 2.375 x 2.375 x 1.050 3.22 1.86 3.39 2.54 1.26 1

F12216GEF 2 x 2 x 1 2.375 x 2.375 x 2.375 3.22 1.78 3.39 2.52 1.32 1

F12226GEF 2 x 2 x 2 2.375 x 2.375 x 2.375 3.22 2.26 3.39 3.19 1.90 1

TEE & REDUCING TEE ADAPTERS PRESS X PRESS X NPT

FKM
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

DIM (M-H) FTG X P A B C D

F143/41/26GEF 3/4 x 1/2 1.05 x 0.84 0.63 3.04 0.18 10 0.31 10

F1411/26GEF 1 x 1/2 1.32 x 0.84 0.66 3.26 0.23 10 0.40 5

F1413/46GEF 1 x 3/4 1.32 x 1.05 1.00 3.76 0.26 10 0.42 5

F1411/41/26GEF 1 1/4 x 1/2 1.66 x 0.84 0.72 3.32 0.27 1 0.51 1

F1411/43/46GEF 1 1/4 x 3/4 1.66 x 1.05 1.00 3.25 0.26 1 0.53 1

F1411/416GEF 1 1/4 x 1 1.66 x 1.32 0.84 3.52 0.31 1 0.56 1

F1411/21/26GEF 1 1/2 x 1/2 1.90 x 0.84 0.55 3.47 0.33 1 0.79 1

F1411/23/46GEF 1 1/2 x 3/4 1.90 x 1.05 0.76 3.55 0.55 1 0.81 1

F1411/216GEF 1 1/2 x 1 1.90 x 1.32 1.19 4.30 0.39 1 0.84 1

F1411/211/46GEF 1 1/2 x 1 1/4 1.90 x 1.66 0.93 4.19 0.44 1 0.88 1

F1421/26GEF 2 x 1/2 2.38 x 0.84 0.67 4.17 0.53 1 1.17 1

F1423/46GEF 2 x 3/4 2.38 x 1.05 0.98 4.27 0.35 1 1.19 1

F14216GEF 2 x 1 2.38 x 1.32 0.91 4.33 0.57 1 1.23 1

F14211/46GEF 2 x 1 1/4 2.38 x 1.66 0.88 4.66 0.63 1 1.27 1

F14211/26GEF 2 x 1 1/2 2.38 x 1.90 1.30 4.77 0.72 1 1.32 1

REDUCER FTG X PRESS

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL D.
EXT. D K B D1 H N* Z

F191/26GEF 1/2 0.840 3.50 2.37 0.38 0.62 1.85 4 1.02 0.90 1

F193/46GEF 3/4 1.050 3.94 2.75 0.44 0.62 2.21 4 1.27 1.30 1

F1916GEF 1 1.315 4.33 3.13 0.50 0.62 2.52 4 1.50 1.83 1

F1911/46GEF 1 1/4 1.660 4.53 3.50 0.56 0.62 2.32 4 1.14 2.10 1

F1911/26GEF 1 1/2 1.900 4.92 3.87 0.63 0.62 3.40 4 2.20 3.03 1

F1926GEF 2 2.375 5.91 4.75 0.69 0.75 4.71 4 2.94 4.91 1

FLANGE ADAPTER PRESS X ANSI 125/150 FLANGE

N* = Number of holes

�1

� �
�

�
�
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F211/26GEF 1/2 0.840 0.85 1.68 0.09 10

F213/46GEF 3/4 1.050 0.75 1.70 0.13 10

F2116GEF 1 1.315 0.83 1.85 0.18 5

F2111/46GEF 1 1/4 1.660 0.93 2.11 0.22 1

F2111/26GEF 1 1/2 1.900 0.95 2.15 0.33 1

F2126GEF 2 2.375 1.10 2.87 0.55 1

END CAP PRESS

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F241/26GEF 1/2 0.840 2.27 3.94 0.62 10

F243/46GEF 3/4 1.050 2.64 4.54 0.82 10

F2416GEF 1 1.315 2.72 4.76 0.97 4

F2411/46GEF 1 1/4 1.660 3.22 5.59 1.93 2

F2411/26GEF 1 1/2 1.900 3.88 6.29 2.36 2

F2426GEF 2 2.375 4.72 8.26 3.70 2

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B

F551/26GEF 1/2 0.840 5.13 4.30 0.62 1

F553/46GEF 3/4 1.050 5.27 4.32 0.82 1

F5516GEF 1 1.315 5.34 4.31 0.97 1

F5511/46GEF 1 1/4 1.660 5.58 4.39 1.93 1

F5511/26GEF 1 1/2 1.900 5.52 4.32 2.36 1

F5526GEF 2 2.375 6.09 4.31 3.70 1

THREE PIECE UNION

WELD ADAPTER

PRESS X PRESS

PRESS X FTG

FKM
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D E

F433/46GTH 3/4 1.050 0.625 0.280 0.938 1.57 4.94 0.25 1

F4316GTH 1 1.315 0.625 0.280 1.190 1.18 5.02 0.34 1

F4311/46GEF 1 1/4 1.660 0.625 0.280 1.540 1.57 5.12 0.67 1

F4311/26GTH 1 1/2 1.900 0.625 0.280 1.775 1.57 5.20 0.63 1

F4326GTH 2 2.375 0.625 0.340 2.250 2.36 5.77 1.13 1

GROOVE TRANSITION NIPPLE GROOVED X WELD

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL D.
EXT. D k b D1 h N* z

F441/26GEF 1/2 0.840 3.60 2.37 0.41 0.62 3.07 4 2.23 0.93 1

F443/46GEF 3/4 1.050 3.86 2.75 0.48 0.62 3.19 4 2.24 1.39 1

F4416GEF 1 1.315 4.25 3.13 0.53 0.62 3.27 4 2.24 1.84 1

F4411/46GEF 1 1/4 1.660 4.69 3.50 0.59 0.62 3.54 4 2.36 2.40 1

F4411/26GEF 1 1/2 1.900 4.99 3.87 0.63 0.62 3.44 4 2.24 2.98 1

F4426GEF 2 2.375 6.02 4.75 0.76 0.75 4.53 4 2.76 4.79 1

FLANGE ADAPTER PRESS X ANSI 125/150 FLANGE

N* = Number of holes

�1

� �
�

�
�
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ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL P x T A B

F171/21/26GEF 1/2 - 1/2 0.84 x 80.84 0.74 2.17 0.20 10

F171/23/46GEF 1/2 - 3/4 0.84 x 1.05 0.92 2.44 0.28 10

F171/216GEF 1/2 - 1 0.84 x 1.32 0.89 2.56 0.43 5

F173/41/26GEF 3/4 - 1/2 1.05 x 0.84 0.84 2.47 0.32 5

F173/43/46GEF 3/4 - 3/4 1.05 x 1.05 0.84 2.45 0.28 10

F173/416GEF 3/4 - 1 1.05 x 1.32 0.80 2.59 0.43 5

F173/411/46GEF 3/4 - 1 1/4 1.05 x 1.66 1.08 3.03 0.72 5

F1711/26GEF 1 - 1/2 1.32 x 0.84 0.86 2.56 0.50 5

F1713/46GEF 1 - 3/4 1.32 x 1.05 0.86 2.56 0.43 5

F17116GEF 1 - 1 1.32 x 1.32 0.78 2.56 0.43 5

F17111/46GEF 1 - 1 1/4 1.32 x 1.66 1.10 2.97 0.69 5

F17111/26GEF 1 - 1 1/2 1.32 x 1.90 1.05 3.13 0.80 5

F1711/41/26GEF 1 1/4 - 1/2 1.66 x 0.84 0.93 2.80 0.81 1

F1711/416GEF 1 1/4 - 1 1.66 x 1.32 0.86 2.80 0.63 1

F1711/411/46GEF 1 1/4 - 1 1/4 1.66 x 1.66 0.93 2.95 0.74 1

F1711/411/26GEF 1 1/4 - 1 1/2 1.66 x 1.90 0.88 3.11 0.69 1

F1711/216GEF 1 1/2 - 1 1.90 x 1.32 1.01 3.06 1.26 1

F1711/211/46GEF 1 1/2 - 1 1/4 1.90 x 1.66 0.66 2.70 0.63 1

F1711/211/26GEF 1 1/2 - 1 1/2 1.90 x 1.90 0.80 3.05 0.64 1

F1711/226GEF 1 1/2 - 2 1.90 x 2.38 1.39 3.65 1.21 1

F17211/46GEF 2 - 1 1/4 2.38 x 1.66 0.77 3.39 1.48 1

F17211/26GEF 2 - 1 1/2 2.38 x 1.90 1.29 3.90 1.83 1

F17226GEF 2 - 2 2.38 x 2.38 1.24 3.94 1.04 1

FEMALE ADAPTER PRESS X FPT

FKM
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ITEM NUMBER SIZE INCHES DIMENSION 
INCHES

WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL P x T A B

F181/21/26GEF 1/2 - 1/2 0.84 x 0.84 0.78 2.21 0.15 10

F181/23/46GEF 1/2 - 3/4 0.84 x 1.05 0.80 2.30 0.20 10

F181/216GEF 1/2 - 1 0.84 x 1.32 0.81 2.44 0.34 10

F183/41/26GEF 3/4 - 1/2 1.05 x 0.84 0.81 2.35 0.22 10

F183/43/46GEF 3/4 - 3/4 1.05 x 1.05 0.83 2.43 0.22 10

F183/416GEF 3/4 - 1 1.05 x 1.32 0.87 2.56 0.29 5

F183/411/46GEF 3/4 - 1 1/4 1.05 x 1.66 0.91 2.66 0.52 5

F1813/46GEF 1 - 3/4 1.32 x 1.05 0.83 2.52 0.28 5

F18116GEF 1 - 1 1.32 x 1.32 0.83 2.64 0.32 5

F18111/46GEF 1 - 1 1/4 1.32 x 1.66 0.91 2.74 0.52 5

F18111/26GEF 1 - 1 1/2 1.32 x 1.90 0.91 2.74 0.58 5

F1811/416GEF 1 1/4 - 1 1.66 x 1.32 0.98 2.97 0.47 1

F1811/411/46GEF 1 1/4 - 1 1/4 1.66 x 1.66 0.98 2.97 0.57 1

F1811/411/26GEF 1 1/4 - 1 1/2 1.66 x 1.90 0.98 2.95 0.62 1

F1811/23/46GEF 1 1/2 - 3/4 1.90 x 1.05 0.91 2.78 0.55 1

F1811/216GEF 1 1/2 - 1 1.90 x 1.32 0.91 2.90 0.62 1

F1811/211/46GEF 1 1/2 - 1 1/4 1.90 x 1.66 0.91 2.92 0.55 1

F1811/211/26GEF 1 1/2 - 1 1/2 1.90 x 1.90 0.91 2.92 0.64 1

F18211/26GEF 2 - 1 1/2 2.38 x 1.90 0.90 3.48 0.94 1

F18226GEF 2 - 2 2.38 x 2.38 0.98 3.82 1.04 1

MALE ADAPTER PRESS X FPT

FKM
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THREE PIECE BALL VALVE PRESS X PRESS

The Isotubi-IPS Stainless Steel Three Piece Press Ball Valve is a Teflon seated 
full port ball made of stainless steel and the cast equivalent to 316 Stainless 
Steel, CF8M. The full port, commonly called full bore, ball valve creates an 
unrestricted flow reducing head loss through the valve. The flow can enter 
the valve from either direction which allows the valve to be oriented in 
different positions in tight spaces. The valve is a 1/4 turn open/close with a 
latch lock in both the full open and closed positions. The inline direction of 
the handle when the valve is open lets you see whether the valve is opened 
or closed. The lock latch has a lock-out feature to pad lock the valve in the 
open or closed position.

MAXIMUM WORKING PRESSURE: 300 psi (20.7 bar)

MATERIAL SPECIFICATIONSMATERIALS OF CONSTRUCTION

BODY, CAP & BALL
Cast Stainless Steel per ASTM A351-CF8M

STEAM 

Stainless Steel per ASTM A276-316

BALL SEAT, BODY SEAL, THRUST WASHER & 
PACKING: 

PTFE/RTFE

HANDEL, SPRING WASHER, NUTS, LOCK 
NUT, BOLTS & SPRING WASHER: 

Steel per AISI Type 304L

HANDLE SLEEVE: 

PVC

TERMINALES DE PRENSADO: 

AISI 316L

O-RING SPECIFICATIONS:

٭	 FLUOROELASTOMER O-RING (GREEN COLOR) 
-20ºC to 200ºC (32ºF to 392ºF). Recommended 
for oxidizing acids, petroleum products, 
hydraulic fluids, lubricants, and halogenated 
hydrocarbons.

ITEM NUMBER SIZE INCHES DIMENSION INCHES WEIGHT 
LBS

PIECES/ 
BAG

NOMINAL O.D. A B C D E

F311/26GEF 1/2 0.840 2.82 4.26 2.44 4.49 0.59 1.24 1

F313/46GEF 3/4 1.050 3.50 5.31 2.68 5.39 0.79 1.73 1

F3116GEF 1 1.315 3.86 5.30 2.75 5.90 0.98 2.46 1

F3111/46GEF 1 1/4 1.660 4.17 6.30 3.35 6.53 1.25 5.90 1

F3111/26GEF 1 1/2 1.900 4.72 7.87 3.54 7.13 1.57 5.93 1

F3126GEF 2 2.375 5.35 8.27 3.94 8.89 2.01 8.48 1

1. BODY: ASTM A351-C8M

2. CAP: ASTM A351-C8M

3. BALL: ASTM A351-C8M

4. STEM: ASTM A276-316

5. BALL SEAT: PTFE/RTFE

6. BODY SEAL: PTFE/RTFE

7. THRUST WASHER: PTFE/RTFE

8. PACKING: PTFE/RTFE

9. GLAND NUT: AISI 304

10. HANDLE: AISI 304

11. SPRING WASHER: AISI 304

12. NUT: AISI 304

13. LATCH LOCK: AISI 304

14. BOLT: AISI 304

15. SPRING WASHER: AISI 304

16. NUT: AISI 304

17. HANDLE SLEEVE: PVC

18. O-RING: EPDM, Nitrile, 

Fluoroelastomer

19. G-PRESS ENDS: 316L

FKM
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Model Range of use Battery Weight
Piston 
force

Dimensions

ACO 203 Ø1/2” - Ø11/4” 18V 5Ah 2,3 Kg 32 kN 387 x 75 x 111

ACO 203 XL Ø1/2” - Ø2” 18V 5Ah 3,2 Kg 32 kN 460 x 83 x 113

w

M18 ONE KEY Ø1/2” - Ø11/4” 18V 5Ah 2,3 Kg 32 kN 387 x 75 x 111

M18 LONG 
THROW Ø1/2” - Ø2” 18V 5Ah 3,2 Kg 32 kN 460 x 83 x 113

The pressing tool can be battery-operated or electric. For each diameter, there is a corresponding jaw or collar, 
which is easily interchangeable and must be inserted into the tool’s cylinder.

For correct pressing of the Numepress IPS system on diameters from 1/2” to 1 1/4”, machines must have a 
minimum pressing force of 32 kN.

For diameters from 1 1/2” to 2”, a 32 kN machine with a long piston must be used to accommodate the appropriate 
adapter and corresponding jaw.

ACO 203
ACO 203 XL

ACO 203

ACO 203 XL

M18 ONE KEY

M18 LONG THROW

M18 FORCE LOGIC ONE KEY
M18 FORCE LOGIC LONG THROW
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The scope of the certificate depends on the dimensions and items specified in each certification. For further information, please refer to the certificates available on our website: https://isotubi.com/en/quality-certificates
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Fitting Material: Carbon steel material E220 (DX51D+Z). 

Features:

٭	 Alternative to welded, threaded, grooved, and plastic materials.
٭	 Easy and quick assembly.
٭	 Significant reduction in handled and installed weight.
٭	 Reliability under all conditions.
٭	 Elimination of processing steps required by traditional systems.
٭	 Extremely simple pre-assembly, both in the workshop and on-site.
٭	 No fire risk during installation.

Type of connection: Inseparable press connection.

Working pressure: Maximum 16 bar	

Working temperature:

٭	 With EPDM O-ring (black) –20 to +110 ºC
٭	 With FKM O-ring (green) –20 to +200 ºC: for dry conditions (hot air) and compressed air circuits 
of class C-5 or higher

Fitting wall thickness:

٭	 1.5 mm for diameters 15, 18, 22, 28, 35, 42, 54.
٭	 2 mm for diameters 76.1, 88.9, 108.

T E C H N I C A L  D A T A  O F  T H E  S Y S T E M

FULL INSERTION DEPTH

THE BASICS OF THE NUMEPRESS SYSTEM 
The fundamental elements of the Numepress system are the fitting with an O-ring and the pipe. The O-ring is 
located at the ends of the fitting and ensures a watertight seal. Once the pipe is fully inserted into the fitting, the joint 
is achieved through mechanical deformation applied by an electromechanical pressing tool. 

The strength of the connection comes from the shaping of both the fitting and the pipe, resulting in an permanent joint. 
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CARBON STEEL
C A R B O N  S T E E L  O - R I N G S

Depending on the fluid, the correct O-ring will be used. Our technical department will advise you in each case.

All galvanized fittings are manufactured from carbon steel tube E220 (DX51D+Z) in accordance with the EN 
10305-3 standard.

Threads on mixed fittings are manufactured according to DIN 2999 and are always BSP.

Maximum pressure for the fitting: 16 bar

The dimensions indicated in the tables of this catalogue are subject to the tolerances of the production 
process. For more information, you may request the product technical data sheet.

EPDM (BLACK) Ethylene rubber, resistant to aging and hot water.

٭	 Applications: Heating, fire protection, and oil-free compressed air and 
cooling. 

٭	 Temperature range: –20 ºC to +110 ºC

FKM (GREEN) Fluorinated rubber

٭	 Applications: Oils, most hydrocarbons, solar installations, compressed 
air (Class 5 or higher) .  

٭	 Temperature range: –20 ºC to +200 ºC (dry – hot air –and for compressed 
air (Class 5 or higher) .

O-RING TYPES

EPDM FKM
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APPLICATION
SECTORS

SOLAR INSTALLATIONS
Solar thermal systems capture energy from the sun 
through solar collectors, which then transfer the energy via 
a solar fluid (a mixture of vapor and antifreeze) to a heat 
accumulator.

Carbon steel pipes and accesories are not suited for 
the primary circuit on solar heating installations. In the 
secondary circuit, their use is limited to a temperature 
range between 0°C and +120°C.

FIRE PROTECTION
Fire protection installations consist of fixed pipe systems 
with shut-off devices for hose connections and nozzle 
systems. There are two different types of installations:

٭	 Wet pipes:  always filled with water.

These installations must comply with certification and 
insurance approval requirements.

COMPRESSED AIR
Compressed air is used in a wide variety of applications.

Operating pressures in compressed air systems can reach 
up to 10 bar, though most tools require a maximum of 6 
bar.

The system is suitable for pressures up to 16 bar.

For compressed air systems of Class C-5 or higher, the 
standard EPDM O-ring must be replaced by a green FKM 
O-ring, sold separately.

FIRE-SUPPRESSION/
SPRINKLER SYSTEMS

SOLAR
ENERGY

COMPRESSED
AIR HEATING COOLINGAIR

CONDITIONING

OPEN TO NEW APPLICATIONS
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DIMENSIONS PIECES/BAG ART. NO

15 20 F0215GALV

18 20 F0218GALV

22 20 F0222GALV

28 20 F0228GALV

35 10 F0235GALV

42 4 F0242GALV

54 4 F0254GALV

76.1 1 F0276GALV

88.9 1 F0288GALV

108 1 F02108GALV

DIMENSIONS PIECES/BAG ART. NO

15 20 F0315GALV

18 20 F0318GALV

22 20 F0322GALV

28 10 F0328GALV

35 10 F0335GALV

42 4 F0342GALV

54 2 F0354GALV

76.1 1 F0376GALV

88.9 1 F0388GALV

108 1 F03108GALV

DIMENSIONS PIECES/BAG ART. NO

15 20 F0115GALV

18 20 F0118GALV

22 20 F0122GALV

28 20 F0128GALV

35 10 F0135GALV

42 4 F0142GALV

54 4 F0154GALV

76.1 1 F0176GALV

88.9 1 F0188GALV

108 1 F01108GALV

FIG.01 COUPLING

FIG.02 SLIP COUPLING

FIG.03 90º F-F ELBOW
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DIMENSIONS PIECES/BAG ART. NO

15 20 F0615GALV

18 20 F0618GALV

22 20 F0622GALV

28 10 F0628GALV

35 10 F0635GALV

42 4 F0642GALV

54 2 F0654GALV

76.1 1 F0676GALV

88.9 1 F0688GALV

108 1 F06108GALV

DIMENSIONS PIECES/BAG ART. NO

15 20 F0415GALV

18 20 F0418GALV

22 20 F0422GALV

28 10 F0428GALV

35 10 F0435GALV

42 4 F0442GALV

54 2 F0454GALV

76.1 1 F0476GALV

88.9 1 F0488GALV

108 1 F04108GALV

FIG.04 90º M-F ELBOW

FIG.05 45º F-F ELBOW

FIG.06 45º M-F ELBOW

DIMENSIONS PIECES/BAG ART. NO

15 20 F0515GALV

18 20 F0518GALV

22 20 F0522GALV

28 10 F0528GALV

35 10 F0535GALV

42 4 F0542GALV

54 2 F0554GALV

76.1 1 F0576GALV

88.9 1 F0588GALV

108 1 F05108GALV
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FIG.10 90º ELBOW WITH PLANE ENDS

DIMENSIONS PIECES/BAG ART. NO

15 - Rp3/8" 10 F08153/8GALV

15 - Rp1/2" 20 F08151/2GALV

18 - Rp1/2" 20 F08181/2GALV

22 - Rp3/4" 10 F08223/4GALV

FIG.08 MALE ANGLE ADAPTOR

DIMENSIONS PIECES/BAG ART. NO

15 20 F1015GALV

18 20 F1018GALV

22 10 F1022GALV

28 10 F1028GALV

35 4 F1035GALV

42 2 F1042GALV

54 2 F1054GALV

DIMENSIONS PIECES/BAG ART. NO

15 - Rp3/4" 20 F11153/4GALV

18 - Rp3/4" 20 F11183/4GALV

22 - Rp1" 20 F11221GALV

28 - Rp1 1/4" 10 F112811/4GALV

35 - Rp1 1/2" 10 F113511/2GALV

FIG.11 VALVE CONECT. WITH SWIVEL NUT IN STAINLESS STEEL
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FIG.12 F TEE THREADED ADAPTOR
DIMENSIONS PIECES/BAG ART. NO

15 - Rp1/2"-15 20 F12151/2GALV

18 - Rp1/2"-18 20 F12181/2GALV

22 - Rp1/2"-22 20 F12221/2GALV

22 - Rp3/4"-22 20 F12223/4GALV

28 - Rp1/2"-28 10 F12281/2GALV

28 - Rp3/4"-28 10 F12283/4GALV

35 - Rp1/2"-35 10 F12351/2GALV

35 - Rp3/4"-35 10 F12353/4GALV

42 - Rp1/2"-42 4 F12421/2GALV

42 - Rp3/4"-42 4 F12423/4GALV

54 - Rp1/2"-54 2 F12541/2GALV

54 - Rp3/4"-54 2 F12543/4GALV

76,1 - Rp3/4"-76 1 F12762GALV

88,9-Rp3/4"-88,9 1 F12883/4GALV

108 - Rp3/4"-108 1 F121083/4GALV

FIG.14 MF REDUCER
DIMENSIONS PIECES/BAG ART. NO

18 - 15 20 F141815GALV

22 - 15 20 F142215GALV

22 - 18 20 F142218GALV

28 - 15 20 F142815GALV

28 - 18 20 F142818GALV

28 - 22 20 F142822GALV

35 - 22 10 F143522GALV

35 - 28 10 F143528GALV

42 - 22 4 F144222GALV

42 - 28 4 F144228GALV

42 - 35 4 F144235GALV

54 - 22 4 F145422GALV

54 - 28 4 F145428GALV

54 - 35 4 F145435GALV

54 - 42 1 F145442GALV

76.1 - 42 1 F147642GALV

76.1 - 54 1 F147654GALV

88.9 - 54 1 F148854GALV

88.9 - 76.1 1 F148876GALV

108 - 76.1 1 F1410876GALV

108 - 88.9 1 F1410888GALV
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DIMENSIONS PIECES/BAG ART. NO

18-15-18 20 F15181518GALV

22-15-22 20 F15221522GALV

22-18-22 20 F15221822GALV

28-15-28 10 F15281528GALV

28-18-28 10 F15281828GALV

28-22-28 10 F15282228GALV

35-15-35 10 F15351535GALV

35-18-35 10 F15351835GALV

35-22-35 10 F15352235GALV

35-28-35 10 F15352835GALV

42-22-42 4 F15422242GALV

42-28-42 4 F15422842GALV

42-35-42 4 F15423542GALV

54-22-54 2 F15542254GALV

54-28-54 2 F15542854GALV

54-35-54 2 F15543554GALV

54-42-54 2 F15544254GALV

76.1-22-76.1 1 F15762276GALV

76.1-28-76.1 1 F15762876GALV

76.1-35-76.1 1 F15763576GALV

76.1-42-76.1 1 F15764276GALV

76.1-54-76.1 1 F15765476GALV

88.9-28-88.9 1 F15882888GALV

88.9-35-88.9 1 F15883588GALV

88.9-42-88.9 1 F15884288GALV

88.9-54-88.9 1 F15885488GALV

88.9-76.1-88.9 1 F15887688GALV

108-28-108 1 F1510828108GALV

108-35-108 1 F1510835108GALV

108-42-108 1 F1510842108GALV

108-54-108 1 F1510854108GALV

108-76.1-108 1 F1510876108GALV

108-88.9-108 1 F1510888108GALV

FIG.15 REDUCING TEE
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DIMENSIONS PIECES/BAG ART. NO

15 20 F1615GALV

18 20 F1618GALV

22 20 F1622GALV

28 10 F1628GALV

35 10 F1635GALV

42 4 F1642GALV

54 2 F1654GALV

76.1 1 F1676GALV

88.9 1 F1688GALV

108 1 F16108GALV

FIG.16 EQUAL TEE

FIG.17 FEMALE ADAPTOR
DIMENSIONS PIECES/BAG ART. NO

15-Rp1/2" 20 F17151/2GALV

18-Rp1/2" 20 F17181/2GALV

18-Rp3/4" 20 F17183/4GALV

22-Rp1/2" 20 F17221/2GALV

22-Rp3/4" 20 F17223/4GALV

22-Rp1" 20 F17221GALV

28-Rp3/4" 20 F17283/4GALV

28-Rp1" 20 F17281GALV

35-Rp1" 10 F17351GALV

35-Rp1 1/4" 10 F173511/4GALV

42-Rp1 1/2" 4 F174211/2GALV

54-Rp2" 4 F17542GALV
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DIMENSIONS PIECES/BAG ART. NO

15-R1/2" 20 F18151/2GALV

18-R1/2" 20 F18181/2GALV

18-R3/4" 20 F18183/4GALV

22-R1/2" 20 F18221/2GALV

22-R3/4" 20 F18223/4GALV

22-R1" 20 F18221GALV

28-R3/4" 20 F18283/4GALV

28-R1" 20 F18281GALV

35-R1" 10 F18351GALV

35-R1 1/4" 10 F183511/4GALV

42-Rp1 1/2" 4 F184211/2GALV

54-R2" 4 F18542GALV

76,1-R2 1/2" 1 F187621/2GALV

88,9-R3" 1 F18883GALV

108-R4" 1 F181084GALV

FIG.18 MALE ADAPTOR

DIMENSIONS PIECES/BAG ART. NO

76.1-DN65 1 F1976GALV

88.9-DN80 1 F1988GALV

108-DN100 1 F19108GALV

FIG.19 FLANGE ADAPTOR PN16

DIMENSIONS PIECES/BAG ART. NO

15 20 F2015GALV

18 20 F2018GALV

22 20 F2022GALV

28 10 F2028GALV

FIG.20 PRE-FORMED PIPE BRIDGE
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DIMENSIONS PIECES/BAG ART. NO

15-Rp1/2" 20 F26151/2GALV

18-Rp1/2" 20 F26181/2GALV

22-Rp1/2" 20 F26221/2GALV

22-Rp3/4" 20 F26223/4GALV

FIG.26 FEMALE CONNECTOR

DIMENSIONS PIECES/BAG ART. NO

15 20 F2115GALV

18 10 F2118GALV

22 10 F2122GALV

28 10 F2128GALV

35 10 F2135GALV

42 4 F2142GALV

54 4 F2154GALV

FIG.21 PLUG

DIMENSIONS PIECES/BAG ART. NO

15-R1/2" 20 F27151/2GALV

18-R1/2" 20 F27181/2GALV

22-R3/4" 20 F27223/4GALV

FIG.27 MALE CONNECTOR
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DIMENSIONS PIECES/BAG ART. NO

15 1/2 20 F39151/2GALV

18 1/2 20 F39181/2GALV

22 3/4 20 F39223/4GALV

28 1 10 F39281GALV

35 1 1/4 10 F393511/4GALV

42 1 1/2 4 F394211/2GALV

54 2 2 F39542GALV

FIG.39 90º MALE ANGLE ADAPTOR

DIMENSIONS PIECES/BAG ART. NO

15 1/2 20 F41151/2GALV

15 1/2 20 F41181/2GALV

15 1/2 20 F41223/4GALV

15 1/2 20 F41281GALV

15 1/2 20 F413511/4GALV

15 1/2 20 F414211/2GALV

15 1/2 20 F41542GALV

FIG.41 MALE UNION CONNECTOR GAS

DIMENSIONS PIECES/BAG ART. NO

15 10 JTNP015DND

18 10 JTNP018DND

22 10 JTNP022DND

28 10 JTNP028DND

35 10 JTNP035DND

42 10 JTNP042DND

54 10 JTNP054DND

76.1 4 JTNP076

88.9 4 JTNP088

108 4 JTNP108

O-RINGS
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Pressing tools can be battery-powered or electric. Each pipe diameter has a corresponding interchangeable jaw 
or sling that fits into the tool cylinder. 

An adapter is required for sizes 42 mm and bigger. 

Warranty is only valid when the joint is made using a pressing machine with the appropriate power for the fitting 
size (refer to the machine’s user manual) and a jaw or collar with “M” profile. 

For diameters from 15 mm to 35 mm, 19 kN pressing machines are most commonly used. These machines have 
their own set of jaws, and both machine and jaws must always be in perfect condition. 

Each manufacturer has its own requirements for regular maintenance and inspection of the machines and jaws—
these are mandatory. 

For diameters over 35 mm and up to 108 mm, a 32 kN pressing machine is required. (32 kN machines can 
press from 15 mm to 54 mm, and some can handle up to 108 mm.) These machines must also comply with the 
manufacturer’s inspection and maintenance protocols for jaws, collars, and adapters.

BASIC LINE 
EFP202/ ACO 103

CONFORT LINE 
ACO203/ ACO203 XL

ACO103

ACO203/ XL

UAP432L / UAP332L 
/UAP100L

UNP2 / MAP219L

MAP219CFM

UAP432CFM

AKKU-PRESS 22V

AKKU-PRESS XL

AKKU-
PRESS XL 
45kN 22V

AKKU -
PRESS 
22V

MAIN PRESSING
TOOLS
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* Fittings of 42 mm and above must ALWAYS be pressed with collars. Connections made 
using jaws for these sizes will not be covered under ISOTUBI warranty.

Model Range of use Battery Weight
Piston 
force

Dimensions

ACO 103* Ø15-Ø35 12V 2Ah 1,6 Kg 19 kN 320x72x98

ACO 203 XL Ø15-Ø108 18V 5Ah 3,2 Kg 32 kN 460x113x83

MAP219L Ø15-Ø35 18V 3Ah 2 Kg 19kN 395x80x118

UAP432CL Ø15-Ø108 18V 5Ah 4,5 Kg 32kN 530x83x325

AKKU-
PRESS 22V Ø15-Ø54 16V 1,5Ah 3,3 Kg 32kN 285x81x290

AKKU-PRESS 
XL 45kN 22V Ø76-Ø108 22V 5Ah 6,5 Kg 45 kN 540x85x325



All sales made by Isotubi, S.L. are according to these general sales terms.

1.	 Prices must be consulted in our current price list in effect at the time of placing the order. Isotubi 
reserves the right to modify the prices in the event of market fluctuations.

2.	 Isotubi, S.L. declines all responsability for potential damages occured during transportation.

3.	 Isotubi, S.L. will communicate the minimum amount needed in each order to include transportation 
cost in the price.

4.	 The delivery term showed in our order confirmation has only an indicative caracther.

5.	 The seller has the right to send a +/– 10% of the quantity ordered by the customer.

6.	 In case of a non-payment of an invoice at its due-date, Isotubi, S.L. will stop all further deliveries.

7.	 In case of a definitive unpayment Isotubi, S.L. will initiate legal actions.

8.	 Isotubi, S.L. won’t accept returns of material after 15 days from delivery. In case of a return, it 
is compulsory to send all documents and information concerning delivery and a report of the 
defects. Isotubi, S.L. won’t accept any return of material in case of a bad use of the product by the 
customer. We warranty our system exclusively when both tubes and fittings have been delivered 
by Isotubi, S.L.

9.	 Isotubi, S.L. won’t accept any complaint caused by a neglicence in the use of the pressing machines.
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Always refer to the latest version of our 
catalog available in the ‘Documentation’ 

section of our website, or by scanning the 
QR code below.


